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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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401 Providence Road #200

Chapel Hill, NC 27514

T  919.929.1173

F  919.493.6548

Firm License

F-1267

PREPARED FOR:

OWNER/DEVELOPER

LEON CAPITAL GROUP

5970 FAIRVIEW ROAD, SUITE 450

CHARLOTTE, NORTH CAROLINA 28210

HILLSTONE CHAPEL HILL

 

SITE PLAN DRAWINGS

 

TOWN OF CHAPEL HILL, ORANGE COUNTY, NORTH CAROLINA

2016-12-07

LOCATION MAP

1" = 3000'

USGS MAP

Scale: 1" = 500'

SOILS MAP

Scale: 1" = 500'

AS NOTED

SITE DATA:

ZONING: EF (WX-7 & WX-5)

MAX. HEIGHT LIMIT: WX-5 = 60 FT.; WX-7 = 90 FT.

PROPOSED HEIGHTS: BUILDING 1 = 69.3 FT.; BUILDING 2 = 55.5 FT.

REQUIRED SETBACKS: TYP. A FRONTAGE 0' MIN./10' MAX.

PROPOSED SETBACKS: TYP. B FRONTAGE 0' MIN/85' MAX.

BUILD TO ZONE DISTANCES:

FORDHAM BLVD. SERVICE RD.

(536' OF R/W x .60=322' REQUIRED BUILDING FACADE IN THE BTZ; 400' PROVIDED)

PROPOSED COLLECTOR STREET

(946.5 OF R/W x .80=758' REQUIRED BUILDING FACADE IN THE BTZ; 596' PROVIDED)

LEGION ROAD

(250' OF R/W x .60=150' REQUIRED BUILDING FACADE IN THE BTZ; 227' PROVIDED)

AREA: NLA = 246,769 SF; GLA = 314,712 SF

  PROPOSED DISTURBED AREA = 313,927 SF

  IMPERVIOUS SURFACE AREA: 165,639 (EXISTING); 196,662 SF (PROPOSED)

 OUTDOOR AMENITY SPACE: 14,830 SF REQUIRED; 18,304 SF PROVIDED

  ACTIVE RECREATION AREA SPACE: 37,766 SF (REQUIRED); 19,099 SF (PROVIDED) + 50% AS FEE-IN LIEU

  PROPOSED FLOOR AREA = 400,411 SF

  PROPOSED TOTAL # UNITS = 328

  REQUIRED PARKING: 1 BEDROOM UNITS - 227 227 SPACES REQUIRED

2 BEDROOM UNITS - 78 98 SPACES REQUIRED

3 BEDROOM UNITS - 23 35 SPACES REQUIRED

OVERALL 360 SPACES REQUIRED

  PROPOSED VEHICLE PARKING: BUILDING 1 PARKING DECK (355 SPACES INCL. 12 H/C SPACES)

BUILDING 2 PODIUM PARKING LEVEL (60 SPACES INCL. 3 H/C SPACES)

BUILDING 2 SURFACE LOT (38 SPACES INCL. 6 H/C SPACES)

453 TOTAL TENANT SPACES

   *   THERE ARE AN ADDITIONAL 18 PUBLIC PARALLEL

       SPACES LOCATED IN THE NEW STREET RIGHT-OF-WAY.

  PROPOSED BICYCLE PARKING = 179 LONG-TERM + 40 SHORT-TERM = 219 TOTAL BIKE PARKING.

PREPARED BY:

ZONING COMPLIANCE PERMIT
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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1. APPLICANT:                             RESPONSIBLE OFFICER:

LEON CAPITAL GROUP, LLC                   BRIAN NICHOLSON

5970 FAIRVIEW ROAD, SUITE 200

CHARLOTTE, NORTH CAROLINA  28212

2. EXISTING TOPOGRAPHIC FEATURES WERE TAKEN FROM A TOPOGRAPHIC SURVEY PLAN

PROVIDED BY PHILIP POST & ASSOC. DATED: 6/03/2016.

3. UTILITY NOTES:

    A. COMPLETENESS OR ACCURACY OF LOCATION AND DEPTH OF UNDERGROUND UTILITIES

AND STRUCTURES IS NOT GUARANTEED.

      B. LOCATION OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE AND SHALL

BE CONFIRMED INDEPENDENTLY WITH LOCAL UTILITY COMPANIES PRIOR TO

COMMENCEMENT OF ANY CONSTRUCTION OR EXCAVATION. SANITARY SEWER AND

ALL OTHER UTILITY SERVICE CONNECTION POINTS SHALL BE CONFIRMED

INDEPENDENTLY BY THE CONTRACTOR IN THE FIELD PRIOR TO THE

COMMENCEMENT OF CONSTRUCTION. ALL DISCREPANCIES SHALL BE REPORTED

IMMEDIATELY IN WRITING TO THE ENGINEER. CONSTRUCTION SHALL COMMENCE

BEGINNING AT THE LOWEST INVERT (POINT OF CONNECTION) AND PROGRESS UP

GRADIENT. PROPOSED INTERFACE POINTS (CROSSINGS) WITH EXISTING

UNDERGROUND UTILITIES SHALL BE FIELD VERIFIED BY TEST PIT PRIOR TO

COMMENCEMENT OF CONSTRUCTION.

      C.  ALL UTILITIES AND SERVICES INCLUDING BUT NOT LIMITED TO GAS, WATER, 

ELECTRIC, SANITARY AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC, ETC. 

WITHIN THE LIMITS OF DISTURBANCE SHALL BE VERTICALLY AND HORIZONTALLY 

LOCATED. THE CONTRACTOR SHALL USE AND COMPLY WITH THE REQUIREMENTS OF

THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL THE UNDERGROUND

UTILITIES. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY 

EXISTING UTILITIES DURING CONSTRUCTION AT NO COST TO THE OWNER.

4. AS SHOWN ON THE FLOOD INSURANCE RATE MAP FOR ORANGE COUNTY, NC, MAP

#3710979900K, EFFECTIVE DATE 2/2/2007 THE SITE AREA PROPOSED TO BE DEVELOPED

LIES WITHIN "ZONE X" DEFINED AS AREAS DETERMINED TO BE OUTSIDE THE 100 YEAR

FLOOD PLAIN.

5 FIRE WATCH; DURING CONSTRUCTION AND DEMOLITION WHERE HOT WORK, MATERIALS

SUBJECT TO SPONTANEOUS COMBUSTION, OR OTHER HAZARDOUS CONSTRUCTION OR

DEMOLITION IS OCCURRING, THE OWNER OR THEIR DESIGNEE SHALL BE RESPONSIBLE

FOR MAINTAINING A FIRE WATCH. THE FIRE WATCH SHALL CONSIST OF AT LEAST ONE

PERSON WITH A MEANS OF COMMUNICATING AN ALARM TO 911, SHALL A WRITTEN

ADDRESS POSTED IN A CONSPICUOUS LOCATION AND SHALL MAINTAIN CONSTANT

PATROLS. NC FPC 2012 SECTION 1404.

6. CONSTRUCTION/DEMOLITION; ALL CONSTRUCTION AND DEMOLITION CONDUCTED

SHALL BE IN COMPLIANCE OF THE CURRENT EDITION OF CHAPTER 14 OF THE NC FPC.

7. PRIOR TO ISSUANCE OF A CERTIFICATE OF OCCUPANCY APPLICANT SHALL REPLACE

ANY TREES SHOWN AS PRESERVED-PROTECTED ON THE LANDSCAPE PROTECTION

PLAN THAT HAVE DIED OR ARE IN POOR HEALTH AS A RESULT OF LAND DISTURBING

ACTIVITIES.

8. A DEMOLITION PERMIT WILL BE REQUIRED FROM THE TOWN OF CHAPEL HILL PRIOR TO

THE REMOVAL OF THE EXISTING BUILDING ON SITE.

9. THE SWIMMING POOL WILL REQUIRE APPROVAL FROM ORANGE COUNTY HEALTH

DEPARTMENT AT THE TIME OF PERMITTING.

10. SITE DISTURBANCE 7.20 AC.

GENERAL NOTES:   

1. ALL WORK SHALL COMPLY WITH APPLICABLE STATE, FEDERAL AND LOCAL CODES AND

OSHA STANDARDS ALL NECESSARY LICENSES AND PERMITS SHALL BE OBTAINED BY

THE CONTRACTOR AT HIS EXPENSE UNLESS PREVIOUSLY OBTAINED BY THE

OWNER/DEVELOPER.

2. THE CONTRACTOR SHALL BE REQUIRED TO REVIEW AND ABIDE BY SPECIFICATIONS OF

THE PLAN AND ALL SUPPORTING DOCUMENTS, PERMITS, AND REPORTS FOR THIS SITE,

INCLUDING NOT BUT NOT LIMITED TO:

 EROSION AND SEDIMENTATION CONTROL PLAN

 STORMWATER MANAGEMENT PLAN.

3. THE CONTRACTOR SHALL IMMEDIATELY INFORM THE ENGINEER OF ANY

DISCREPANCIES OR ERROR THEY DISCOVER IN THE PLANS.

4. DEVIATION FROM THESE PLANS AND NOTES WITHOUT THE PRIOR CONSENT OF THE

OWNER OR HIS REPRESENTATIVE OR THE ENGINEER MAY BE CAUSE OF THE WORK TO

BE UNACCEPTABLE.

5. UTILITY COORDINATION SHALL BE INCLUDED IN THE PROJECT SCHEDULE AND IT IS THE

EXPLICIT RESPONSIBILITY OF THE CONTRACTOR TO ASSURE THAT THE PROJECT

SCHEDULE INCLUDES THE NECESSARY RELOCATIONS.  THE CONTRACTOR WILL NOT BE

PAID ADDITIONALLY FOR THIS COORDINATION.  THE CONTRACTOR SHOULD SEEK

ASSISTANCE FROM ALL UTILITY COMPANIES TO LOCATE AND PROTECT THEIR

FACILITIES.  IF CONFLICTS ARE FOUND, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY

THE OWNER AND DESIGN ENGINEER FOR INSTRUCTION BEFORE PROCEEDING WITH

WORK.

6. ALL MATERIALS SHALL BE NEW UNLESS USED OR SALVAGED MATERIALS ARE

AUTHORIZED BY THE OWNER AND APPLICANT.

7. TRAFFIC CONTROL METHODS, SUCH AS BARRICADES, SUFFICIENT LIGHTS, SIGNS, ETC.,

MAY BE NECESSARY FOR THE PROTECTION AND SAFETY OF THE PUBLIC SHALL BE

PROVIDED AND MAINTAINED THROUGHOUT THE CONSTRUCTION IN ACCORDANCE WITH

CURRENT AND NCDOT STANDARDS.

8. CONTRACTOR SHALL FURNISH AND MAINTAIN ALL NECESSARY BARRICADES, FENCING

AND OTHER APPROPRIATE SAFETY ITEMS/MEASURES NECESSARY TO PROTECT THE

PUBLIC FROM THE WORK AREA CONSTRUCTION ACTIVITIES.

9. HIGH INTENSITY LIGHTING FACILITIES SHALL BE SO ARRANGED THAT THE SOURCE OF

ANY LIGHT IS CONCEALED FROM PUBLIC VIEW AND FROM ADJACENT RESIDENTIAL

PROPERTY AND DOES NOT INTERFERE WITH TRAFFIC.

10. THE CONTRACTOR SHALL MAINTAIN ACCESS FOR EMERGENCY VEHICLES AROUND AND

TO ALL BUILDINGS NEAR CONSTRUCTION.  IN TIME OF RAIN OR MUD, ROADS SHALL BE

ABLE TO CARRY A FIRE TRUCK BY BEING PAVED OR HAVING A CRUSHED STONE BASE,

ETC., WITH A MINIMUM WIDTH OF 20 FEET.  ACCESS TO BUILDINGS THAT HAVE

SPRINKLER OR STANDPIPE SYSTEMS SHALL BE WITHIN 40 FEET OF THE FIRE

DEPARTMENT CONNECTOR.  (NFPA 1141 3-1)

11. BEDDING REQUIREMENTS SPECIFIED HEREIN ARE TO BE CONSIDERED AS MINIMUMS

FOR RELATIVELY DRY, STABLE EARTH CONDITIONS.  ADDITIONALLY BEDDING SHALL BE

REQUIRED FOR ROCK TRENCHES AND WET AREAS.  CONTRACTOR SHALL HAVE THE

RESPONSIBILITY TO PROVIDE SUCH ADDITIONAL BEDDING AS MAY BE REQUIRED TO

PROPERLY CONSTRUCT THE WORK.

12. BACKFILL OF ALL TRENCHES SHALL BE COMPACTED TO THE DENSITY OF 95% OF

THEORETICAL MAXIMUM DRY DENSITY (ASTM D698).  BACKFILL MATERIAL SHALL BE

FREE FROM ROOTS, STUMPS, OR OTHER FOREIGN DEBRIS AND SHALL BE PLACED IN

LAYERS NOT TO EXCEED SIX (6) INCHES IN COMPACTED FILL THICKNESS.  A REPORT

FROM A GEOTECHNICAL ENGINEER MAY BE REQUIRED BY THE PUBLIC WORKS

INSPECTOR.  CORRECTION OF ANY TRENCH SETTLEMENT WITHIN A YEAR FROM THE

DATE OF APPROVAL WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

13. THE CONTRACTOR WILL ENSURE THAT POSITIVE AND ADEQUATE DRAINAGE IS

MAINTAINED AT ALL TIMES WITHIN THE PROJECT LIMITS.  THIS MAY INCLUDE, BUT NOT

BE LIMITED TO, A) REPLACEMENT OR RECONSTRUCTION OF EXISTING DRAINAGE

STRUCTURES THAT HAVE BEEN DAMAGED OR REMOVED, OR B) REGRADING AS

REQUIRED BY THE ENGINEER, EXCEPT FOR THOSE DRAINAGE ITEMS SHOWN AT

SPECIFIC LOCATIONS AND HAVING SPECIFIC PAY ITEMS IN THE DETAILED ESTIMATE. NO

SEPARATE PAYMENT WILL BE MADE FOR ANY COSTS INCURRED TO COMPLY WITH THIS

REQUIREMENT.

14. THE CONTRACTOR SHALL PROVIDE ANY AND ALL EXCAVATION AND MATERIAL SAMPLES

NECESSARY TO CONDUCT REQUIRED SOIL TESTS.  ALL ARRANGEMENTS AND

SCHEDULING FOR THE TESTING SHALL BE THE CONTRACTOR'S RESPONSIBILITY.

15. SOIL TESTING AND ON-SITE INSPECTION SHALL BE PERFORMED BY AN INDEPENDENT

GEOTECHNICAL ENGINEER.  A GEOTECHNICAL ENGINEER IS REQUIRED TO INSPECT,

TEST AND CERTIFY TO THE COMPACTION OF ALL LOAD BEARING FILLS.  THE

GEOTECHNICAL ENGINEER SHALL PROVIDE COPIES OF TEST REPORTS TO THE

CONTRACTOR, THE OWNER AND TO THE OWNER'S REPRESENTATIVE AND SHALL

PROMPTLY NOTIFY THE OWNER, HIS REPRESENTATIVE AND THE CONTRACTOR, SHOULD

WORK PERFORMED BY THE CONTRACTOR FAIL TO MEET THESE SPECIFICATIONS.

16. ALL PERMITS MUST BE OBTAINED PRIOR TO THE START OF CONSTRUCTION.

17. ALL PAVEMENT MARKINGS AND REGULATORY SIGNS ON PRIVATE PROPERTY SHALL

CONFORM TO CURRENT MUTCD STANDARDS.

GENERAL CONSTRUCTION AND GRADING NOTES:   

1. ALL UTILITIES AND SERVICES INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC,

SANITARY AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC, ETC. WITHIN THE

LIMITS OF DISTURBANCE SHALL BE VERTICALLY AND HORIZONTALLY LOCATED. THE

CONTRACTOR SHALL USE AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE

UTILITY NOTIFICATION SYSTEM TO LOCATE ALL THE UNDERGROUND UTILITIES. THE

CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING UTILITIES

DURING CONSTRUCTION AT NO COST TO THE OWNER.

2. UTILITY COORDINATION SHALL BE INCLUDED IN THE PROJECT SCHEDULE AND IT IS THE

EXPLICIT RESPONSIBILITY OF THE CONTRACTOR TO ASSURE THAT THE PROJECT

SCHEDULE INCLUDES THE NECESSARY RELOCATIONS. THE CONTRACTOR WILL NOT BE

PAID ADDITIONALLY FOR THIS COORDINATION.

3. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE LOCATIONS AND

DEPTHS OF ALL EXISTING UNDERGROUND UTILITIES AND STRUCTURES BEFORE THE

START OF WORK AND TO TAKE WHATEVER STEPS NECESSARY TO PROVIDE FOR THEIR

PROTECTION. THE ENGINEER HAS DILIGENTLY ATTEMPTED TO LOCATE AND INDICATE

ALL EXISTING FACILITIES ON THESE PLANS; HOWEVER, THIS INFORMATION IS SHOWN

FOR THE CONTRACTOR'S CONVENIENCE ONLY. THE ENGINEER ASSUMES NO

RESPONSIBILITY FOR THE LOCATIONS OF UTILITIES SHOWN OR NOT SHOWN.

COMPLETENESS OR ACCURACY OF LOCATION AND DEPTH OF UNDERGROUND UTILITIES

AND STRUCTURES IS NOT GUARANTEED.

4. THE CONTRACTOR SHALL CONTACT ALL UTILITY COMPANIES FOR EXACT LOCATION AND

PROTECTION OF THEIR UTILITIES PRIOR TO STARTING CONSTRUCTION.  IT SHALL BE

THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO REPAIR AND REPLACE ANY AND

ALL DAMAGE MADE TO UTILITIES BY THE CONTRACTOR.

5. CONTRACTOR MUST APPLY FOR ALL UTILITY CONNECTION APPLICATIONS.

CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY CONNECTION FEES FOR

CONSTRUCTION.  REFER TO COVER SHEET FOR AVAILABLE UTILITY COMPANY LIST.

6. CONTRACTOR MUST OBTAIN ANY REQUIRED UTILITY DETAILS FOR RECONNECTION OF

EXISTING SERVICES OR NEW SERVICE AND IS RESPONSIBLE FOR THE CONSTRUCTION

OF EACH NEW SERVICE PER THE APPROPRIATE UTILITY COMPANY'S SPECIFICATIONS.

7. THE CONTRACTOR SHALL COORDINATE LOCATION AND INSTALLATION OF ALL

UNDERGROUND UTILITIES AND APPURTENANCES TO MINIMIZE DISTURBANCE TO

CURBING, PAVING, AND COMPACTED SUB-GRADE.

8. IF CONFLICTS ARE FOUND, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER

AND ENGINEER FOR INSTRUCTION BEFORE PROCEEDING WITH WORK.

9. ALL PIPE LENGTHS AND DISTANCES BETWEEN STRUCTURES ARE MEASURED FROM

CENTER OF STRUCTURE TO CENTER OF STRUCTURE ALONG A HORIZONTAL PLANE.

10. THE CONTRACTOR SHALL PROVIDE ANY AND ALL EXCAVATION AND MATERIAL SAMPLES

NECESSARY TO CONDUCT REQUIRED SOIL TESTS.  ALL ARRANGEMENTS AND

SCHEDULING FOR THE TESTING SHALL BE THE CONTRACTOR'S RESPONSIBILITY.

11. SOILS TESTING AND ON-SITE INSPECTION SHALL BE PERFORMED BY AN INDEPENDENT

GEOTECHNICAL ENGINEER. THE SOILS ENGINEER SHALL PROVIDE COPIES OF TEST

REPORTS TO THE CONTRACTOR, THE OWNER AND THE OWNER'S REPRESENTATIVE

AND SHALL PROMPTLY NOTIFY THE OWNER, HIS REPRESENTATIVE AND THE

CONTRACTOR  SHOULD WORK PERFORMED BY THE CONTRACTOR FAIL TO MEET THESE

SPECIFICATIONS.

12. CONTRACTOR SHALL EXCAVATE ONLY ENOUGH TRENCH FOR WHICH PIPE CAN BE

INSTALLED AND TRENCH BACKFILLED BY THE END OF EACH WORK DAY.

13. BEDDING REQUIREMENTS SPECIFIED HEREIN ARE TO BE CONSIDERED AS MINIMUMS

FOR RELATIVELY DRY, STABLE EARTH CONDITIONS.  ADDITIONAL BEDDING SHALL BE

REQUIRED FOR ROCK TRENCHES AND WET AREAS.  CONTRACTOR SHALL HAVE THE

RESPONSIBILITY TO PROVIDE SUCH ADDITIONAL BEDDING AS MAY BE REQUIRED TO

PROPERLY CONSTRUCT THE WORK.

14. COMPACTION OF THE BACKFILL OF ALL TRENCHES SHALL BE COMPACTED TO THE

DENSITY OF 95% OF THEORETICAL MAXIMUM DRY DENSITY (ASTM D698).  BACKFILL

MATERIAL SHALL BE FREE FROM ROOTS, STUMPS, OR OTHER FOREIGN DEBRIS AND

SHALL BE PLACED IN LIFTS NOT TO EXCEED 6 INCHES IN COMPACTED FILL THICKNESS.

A REPORT FROM A GEOTECHNICAL ENGINEER MAY BE REQUIRED BY THE PUBLIC

WORKS INSPECTOR.  CORRECTION OF ANY TRENCH SETTLEMENT WITHIN A YEAR FROM

THE DATE OF APPROVAL WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

15. RUNOFF FROM IMPERVIOUS AREAS SHALL NOT BE DIRECTED INTO THE SANITARY

SEWER NOR ONTO ADJACENT PROPERTIES.

16. ALL JOINTS ON THE STORM WATER CONVEYANCE SYSTEM SHALL BE WATERTIGHT.

17. ALL CONSTRUCTION ASSOCIATED WITH WATER AND SANITARY SEWER SHALL BE IN

ACCORDANCE WITH O.W.A.S.A. STANDARDS AND SPECIFICATIONS.

18. ALL ELECTRICAL SERVICE LINES TO OR AROUND THE PROPOSED STRUCTURE SHALL BE

UNDERGROUND.

GENERAL UTILITY NOTES:                        

1. HORIZONTAL AND VERTICAL SEPARATION

1.1. SANITARY SEWERS SHALL BE LAID AT LEAST 10-FEET HORIZONTALLY FROM ANY

EXISTING OR PROPOSED WATER MAIN.  THE DISTANCE SHALL BE MEASURED EDGE

TO EDGE.  IN CASES WHERE IT IS NOT PRACTICAL TO MAINTAIN A 10-FOOT

SEPARATION, THE PUBLIC WORKS SUPPLY MAY ALLOW DEVIATION A CASE-BY-CASE

BASIS, IF SUPPORTED BY DATA FROM THE DESIGN ENGINEER.  SUCH DEVIATION ON

MAY ALLOW THE INSTALLATION OF THE SANITARY SEWER CLOSER TO A WATER

MAIN, PROVIDED THAT THE WATER MAIN IS IN A SEPARATE TRENCH OR ON AN

UNDISTURBED EARTH SHELF LOCATED ON ONE SIDE OF THE SANITARY SEWER AND

AT AN ELEVATION SO THE BOTTOM OF THE WATER MAIN IS AT LEAST 18-INCHES

ABOVE THE TOP OF THE SEWER.

1.2. IF IT IS IMPOSSIBLE TO OBTAIN PROPER HORIZONTAL AND VERTICAL SEPARATION

AS DESCRIBED ABOVE OR ANYTIME THE SANITARY SEWER IS OVER THE WATER

MAIN, BOTH THE WATER MAIN AND SANITARY SEWER MUST BE CONSTRUCTED OF

FERROUS PIPE COMPLYING WITH THE PUBLIC WATER SUPPLY DESIGN STANDARDS

AND BE PRESSURE TESTED TO 150PSI TO ASSURE WATER TIGHTNESS BEFORE

BACKFILLING.

1.3. A 24-INCH VERTICAL AND 10-FOOT HORIZONTAL SEPARATION SHALL BE PROVIDED

BETWEEN STORM SEWER AND SANITARY SEWER LINES OR FERROUS PIPE

SPECIFIED.  A 18-INCH VERTICAL SEPARATION SHALL BE PROVIDED BETWEEN

STORM SEWER AND WATER MAIN.

1.3.1. IF A 18-INCH VERTICAL SEPARATION IS NOT MAINTAINED AT A CROSSING

BETWEEN STORM SEWER AND WATER MAINS (OR PRESSURE SEWERS).  THE

WATER MAIN SHALL BE CONSTRUCTED OF FERROUS PIPE AND A CONCRETE

COLLAR SHALL BE POURED AROUND WATER MAINS AND STORM SEWER TO

IMMOBILIZE THE CROSSING.

2. CROSSINGS

1.1. SANITARY SEWER CROSSING WATER MAINS SHALL BE LAID TO PROVIDE A MINIMUM

VERTICAL DISTANCE OF 24 INCHES BETWEEN THE OUTSIDE OF THE WATER MAIN

AND THE OUTSIDE OF THE SANITARY SEWER.  THE CROSSING SHALL BE ARRANGED

SO THAT THE SANITARY SEWER JOINTS WILL BE EQUIDISTANT AND AS FAR AS

POSSIBLE FROM THE WATER MAIN JOINTS.

1.2. WHEN IT IS IMPOSSIBLE TO OBTAIN PROPER HORIZONTAL AND VERTICAL

SEPARATION AS STIPULATED ABOVE, ONE OF THE FOLLOWING METHODS MUST BE

SPECIFIED:

1.1.1. THE SANITARY SEWER SHALL BE DESIGNED AND CONSTRUCTED OF FERROUS

PIPE AND SHALL BE PRESSURE TESTED AT 150-PSI TO ASSURE WATER

TIGHTNESS PRIOR TO BACKFILLING, OR

1.1.2. EITHER THE WATER MAIN OR THE SANITARY SEWER LINE MAY BE ENCASED IN

A WATERTIGHT CARRIER PIPE, WHICH EXTENDS 10-FEET ON BOTH SIDES OF

THE CROSSING, MEASURED PERPENDICULAR TO THE WATER MAIN. THE

CARRIER PIPE SHALL BE OF MATERIALS APPROVED BY THE PUBLIC WATER

SUPPLY FOR USE IN WATER MAIN CONSTRUCTION.

CONTRACTORS MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF

ADA (HANDICAP) ACCESSIBLE COMPONENTS AND ACCESS ROUTES FOR THE SITE.  THESE

COMPONENTS, AS CONSTRUCTED, MUST COMPLY WITH THE CURRENT ADA STANDARDS

AND REGULATIONS' BARRIER FREE ACCESS AND ANY MODIFICATIONS, REVISIONS OR

UPDATES TO SAME.  FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL

FROM PARKING SPACE(S), PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS,

INTER-BUILDING ACCESS, TO POINTS OF ACCESSIBLE BUILDING ENTRANCE/EXIT, MUST

COMPLY WITH THESE ADA CODE REQUIREMENTS.  THESE INCLUDE, BUT ARE NOT LIMITED

TO THE FOLLOWING:

1. PARKING SPACES AND PARKING AISLES - SLOPE SHALL NOT EXCEED 1:50 (1/4” PER

FOOT OR NOMINALLY 2.0%) IN ANY DIRECTION.

2. CURB RAMPS - SLOPE MUST NOT EXCEED 1:12 (8.3%) FOR A MAXIMUM OF SIX (6) FEET.

3. LANDINGS - MUST BE PROVIDED AT EACH END OF RAMPS, MUST PROVIDE POSITIVE

DRAINAGE, AND MUST NOT EXCEED 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) IN ANY

DIRECTION.

4. PATH OF TRAVEL ALONG ACCESSIBLE ROUTE - MUST PROVIDE A 36-INCH OR GREATER

UNOBSTRUCTED WIDTH OF TRAVEL (CAR OVERHANGS AND/OR HANDRAILS CANNOT

REDUCE THIS MINIMUM WIDTH).  THE SLOPE MUST BE NO GREATER THAN 1:20 (5.0%) IN

THE DIRECTION OF TRAVEL, AND MUST NOT EXCEED 1:50 (1/4” PER FOOT OR

NOMINALLY 2.0%) IN CROSS SLOPE.  WHERE PATH OF TRAVEL WILL BE GREATER THAN

1:20 (5.0%), ADA RAMP REGULATIONS MUST BE ADHERED TO.  A MAXIMUM SLOPE OF

1:12 (8.3%), FOR A MAXIMUM RISE OF 2.5 FEET, MUST BE PROVIDED.  THE RAMP MUST

HAVE ADA HAND RAILS AND “LEVEL” LANDINGS ON EACH END THAT ARE CROSS SLOPED

NO MORE THAN 1:50 IN ANY DIRECTION (1/4” PER FOOT OR NOMINALLY 2.0%) FOR

POSITIVE DRAINAGE.

5. DOORWAYS - MUST HAVE A “LEVEL” LANDING AREA ON THE EXTERIOR SIDE OF THE

DOOR THAT IS SLOPED AWAY FROM THE DOOR NO MORE THAN 1:50 (1/4” PER FOOT OR

NOMINALLY 2.0%) FOR POSITIVE DRAINAGE.  THIS LANDING AREA MUST BE NO LESS

THAN 60 INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE PERMITTED BY ADA

STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS.  (SEE ICC/ANSI

A117.1-2003 AND OTHER REFERENCED INCORPORATED BY COD.)

6. WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION,

REVISION OR EXTENSION OF OR TO ADA COMPONENTS FROM EXISTING DOORWAYS OR

SURFACES, CONTRACTOR MUST VERIFY EXISTING ELEVATIONS SHOWN ON THE PLAN.

NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'S ADA STANDARDS FOR

ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES.

PRIOR TO THE COMMENCEMENT OF WORK, THE CONTRACTOR MUST IMMEDIATELY

NOTIFY THE DESIGN ENGINEER IN WRITING OF ANY DISCREPANCIES AND/OR FIELD

CONDITIONS THAT DIFFER IN ANY WAY OR ANY RESPECT FROM WHAT IS SHOWN ON

THE PLANS, IN WRITING, BEFORE COMMENCEMENT OF WORK.  CONSTRUCTED

IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM LIMITATIONS IMPOSED

BY THE BARRIER FREE REGULATIONS AND THE ADA REQUIREMENTS.

7. THE CONTRACTOR MUST VERIFY THE SLOPES OF CONTRACTOR'S FORMS PRIOR TO

POURING CONCRETE.  IF ANY NON-CONFORMANCE IS OBSERVED OR EXISTS,

CONTRACTOR MUST IMMEDIATELY NOTIFY THE ENGINEER PRIOR TO POURING

CONCRETE.  CONTRACTOR IS RESPONSIBLE FOR ALL COSTS TO REMOVE, REPAIR AND

REPLACE NON-CONFORMING CONCRETE.

8. THE SITE SHALL BE FULLY COMPLIANT WITH THE NORTH CAROLINA ACCESSIBILITY

CODES (ANSI 117.1 -2009 AND CHAPTER 11 OF THE NCBC) UNLESS AND EXCEPT IN

AREAS WHERE AN APPROVED STATEMENT FROM A SITE ENGINEER, SURVEYOR OR

ARCHITECT VERIFIES THAT SITE CONDITIONS EXIST WHERE THE TOPOGRAPHY OF THE

SITE IS EXTREME AND ONLY ALTERNATE METHODS OF COMPLIANCE ARE POSSIBLE.

9. ACCESSIBILITY REQUIREMENTS: THAT PRIOR TO ISSUANCE OF A CERTIFICATE OF

OCCUPANCY, THE APPLICANT SHALL PROVIDE THE MINIMUM REQUIRED HANDICAPPED

PARKING SPACES AND DESIGN ALL HANDICAPPED PARKING SPACES, RAMPS, AND

CROSSWALKS, AND ASSOCIATED INFRASTRUCTURE ACCORDING TO AMERICANS WITH

DISABILITIES ACT STANDARDS, NORTH CAROLINA BUILDING CODE, AMERICAN NATIONAL

STANDARDS INSTITUTE ANSI CODE, AND TOWN STANDARD.1. PARKING - NUMBER OF

SPACES TO COMPLY WITH NCBC 2012 SECTION 1106.1, 1 PER 6 COMPLIANT SPACES OR

PORTION THEREOF MUST BE VAN ACCESSIBLE, NO SLOPE TO EXCEED 2 PERCENT IN

ANY DIRECTION. SIGNAGE PER NC REQUIREMENTS, MUT-CD AND ICC A 117.1.2. CURB

CUTS AND ACCESSIBLE ROUTES PER ICC A117.1 2009 ED. CROSS SLOPE LIMITED TO 2

PERCENT, CALL FOR INSPECTION BEFORE PLACEMENT OF CONCRETE. A SLOPE

GREATER THAN 5 PERCENT REQUIRES CONSTRUCTION AS A RAMP.

IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED

CONSTRUCTION WITH THE LOCAL BUILDING CODE PRIOR TO COMMENCEMENT OF

CONSTRUCTION.

ADA INSTRUCTIONS TO CONTRACTOR:      

WATER AND SEWER SERVICE NOTES:                        

LEGEND                     

PROPOSED DESCRIPTION

100.5

*

1. CONSTRUCTION WASTE

a. ALL EXISTING STRUCTURES 500 SQUARE FEET AND LARGER SHALL BE ASSESSED

PRIOR TO THE ISSUANCE OF A DEMOLITION PERMIT TO ENSURE COMPLIANCE WITH

THE COUNTY'S REGULATED RECYCLABLE MATERIALS ORDINANCE (RRMO) AND TO

ASSESS THE POTENTIAL FOR DECONSTRUCTION AND/OR THE REUSE OF

SALVAGEABLE MATERIALS..

b. PURSUANT TO THE COUNTY'S RRMO, CLEAN WOOD WASTE, SCRAP METAL, AND

CORRUGATED CARDBOARD PRESENT IN CONSTRUCTION OR DEMOLITION WASTE

MUST BE RECYCLED.

c. A PRE-DEMOLITION MEETING SHALL BE COORDINATED WITH OCSW TO ASSESS THE

SITE FOR SALVAGEABLE AND RECYCLABLE MATERIALS PRIOR TO DEMOLITION OF THE

SITE.

d. PURSUANT TO THE COUNTY'S RRMO, ALL HAULERS OF MIXED CONSTRUCTION AND

DEMOLITION WASTE WHICH INCLUDES ANY REGULATED RECYCLABLE MATERIALS

SHALL BE LICENSED BY ORANGE COUNTY.

e. PRIOR TO ANY DEMOLITION OR CONSTRUCTION ACTIVITY ON THE SITE, THE

APPLICANT SHALL HOLD A PRE-DEMOLITION/PRE-CONSTRUCTION CONFERENCE WITH

SOLID WASTE STAFF. THIS MAY BE THE SAME PRE-CONSTRUCTION MEETING HELD

WITH OTHER DEVELOPMENT/ENFORCEMENT OFFICIALS.

f. THE PRESENCE IF ANY ASBESTOS CONTAINING MATERIALS (ACM) AND/OR OTHER

HAZARDOUS MATERIALS SHALL BE HANDLED IN ACCORDANCE WITH ANY AND ALL

LOCAL, STATE, AND FEDERAL REGULATIONS AND GUIDELINES.

g. All existing structures 500 square feet and larger shall be assessed prior to the issuance of a

demolition permit to ensure compliance with the County's Regulated Recyclable Materials

Ordinance (RRMO) and to assess the potential for deconstruction  and/or the reuse of

salvageable materials.

h. Pursuant to the County's RRMO, clean wood waste, scrap metal, and corrugated cardboard

present in construction or demolition waste must be recycled.

i. Pursuant to the County's RRMO, all haulers of mixed construction and demolition waste which

includes any regulated recyclable materials shall be licensed by Orange County.

ORANGE COUNTY SOLID WASTE NOTES   

1. ADDRESS NUMBERS MUST BE A MINIMUM OF 4 INCHES HIGH AND OF CONTRASTING

COLOR TO THEIR BACKGROUND. REFLECTIVE NUMBERS ARE PREFERRED. WHEN THE

DISTANCE FROM THE STREET OR FIRE DEPARTMENT ACCESS LANE TO THE FRONT

OR ADDRESS SIDE OF THE BUILDING EXCEEDS 25 FEET, LARGER NUMBERS ARE

REQUIRED. 26 FEET TO 50 FEET SHALL HAVE 8 INCH NUMBERS, 51-75 FEET SHALL

HAVE 12 INCH NUMBERS AND OVER 75 FEET SHALL HAVE 18 INCH NUMBERS. WHERE

ACCESS IS BY PRIVATE MEANS OF A PRIVATE ROAD AND THE BUILDING CANNOT BE

VIEWED FROM THE PUBLIC WAY, A MONUMENT, POLE OR OTHER SIGN OR MEANS

SHALL BE USED TO IDENTIFY THE STRUCTURE.

2. KEY BOXES SHALL BE REQUIRED ON ANY BUILDING THAT HAS A FIRE ALARM SYSTEM,

A FIRE SPRINKLER SYSTEM, AN ELEVATOR, OR SPECIAL LOCKING ARRANGEMENTS.

THE KEY BOX SHALL BE OF AN APPROVED TYPE AS REQUIRED FROM THE CHAPEL

HILL FIRE DEPARTMENT. THE SIZE OF THE KEY BOX WILL BE DETERMINED BY THE

NUMBER OF KEYS NECESSARY TO MITIGATE ANY EMERGENCY SITUATION BASED ON

THE BUILDING AND ITS OCCUPANCY. AN APPROVED LOCK SHALL BE INSTALLED ON

GATES OR SIMILAR BARRIERS WHEN REQUIRED BY THE FIRE CODE OFFICIAL. KEYS

SHALL BE CHANGED OUT IMMEDIATELY IF THE LOCKS ARE CHANGED OR REKEYED

3. OWASA REQUIRES A LEAD-FREE RPZ WITH BYPASS FOR THE BACKFLOW

PROTECTION. ENSURE AT LEAST 18 INCHES OF WORKING CLEARANCE IS PROVIDED

AROUND OR MORE IF MANUFACTURER'S INSTRUCTIONS REQUIRE MORE.

4. DEMOLITION OF THE EXISTING STRUCTURES WILL REQUIRE AN ASBESTOS TEST

PRIOR TO DEMOLITION AND A SECOND ASBESTOS TEST OF THE SOIL AFTER THEY

HAVE BEEN REMOVED.

5. THE PROPOSED BUILDING SHALL BE PROTECTED BY NFPA 13 SPRINKLER SYSTEM

INSPECTION NOTES   

1. FIRE APPARATUS ACCESS ROADS; ANY FIRE APPARATUS ACCESS ROADS, ANY

PUBLIC/PRIVATE STREET, PARKING LOT ACCESS, FIRE LANES AND ACCESS

ROADWAYS, USED FOR FIRE DEPARTMENT ACCESS SHALL BE ALL WEATHER AND

DESIGNED TO CARRY THE IMPOSED LOAD OF FIRE APPARATUS WEIGHING AT

LEAST 80,000 LBS. FIRE APPARATUS ACCESS ROADS SHALL HAVE A MINIMUM WIDTH

OF 20' EXCLUSIVE OF SHOULDERS WITH AN OVERHEAD CLEARANCE OF AT LEAST

13'-6" FOR STRUCTURES NOT EXCEEDING 30' IN HEIGHT AND SHALL PROVIDE

ACCESS TO WITHIN 150' OF ALL EXTERIOR PORTIONS OF THE BUILDING.

STRUCTURES EXCEEDING 30' IN HEIGHT SHALL BE PROVIDED WITH AN AERIAL

APPARATUS ACCESS ROAD 26' IN WIDTH IN THE IMMEDIATE VICINITY OF THE

BUILDING OR PORTION THEREOF AND SHALL PROVIDE AT LEAST ONE OF THE

REQUIRED ACCESS ROADS TO BE LOCATED NOT LESS THAN 15' AND NOT MORE

THAN 30' FROM THE STRUCTURE PARALLEL TO ONE ENTIRE SIDE OF THE

STRUCTURE. NC FPC 2012 502.1,503.1.1, 503.2.1, D102.1

2. GRADE AND APPROACH; FIRE APPARATUS ACCESS ROADS SHALL NOT EXCEED 10%

IN GRADE UNLESS APPROVED BY THE FIRE CHIEF AND ALL APPROACH AND

DEPARTURE ANGLES SHALL BE WITHIN THE LIMITS ESTABLISHED BASED ON THE

DEPARTMENT'S APPARATUS. NC FPC 2012, 503.2.7, 503.2.8 and D103.2

3. GATES AND BARRICADES; WHERE REQUIRED OR AUTHORIZED BY THE FIRE CODE

OFFICIAL AND PERMANENT OR TEMPORARY CONSTRUCTION, ANY GATES ACROSS

FIRE APPARATUS ACCESS ROADS SHALL BE A MINIMUM WIDTH OF 20 FEET, BE OF

SWINGING OR SLIDING TYPE, HAVE AN EMERGENCY MEANS OF OPERATION, SHALL

BE OPENABLE BY EITHER FORCIBLE ENTRY OR KEYED, CAPABLE OF BEING

OPERATED BY ONE PERSON, AND SHALL BE INSTALLED AND MAINTAINED

ACCORDING TO UL 325 and ASTM F 2200. NC FPC 2012, 503.5, 503.6, D103.5

4. FIRE LANES; WHERE REQUIRED, APPROVED MARKING SIGNS INCLUDING THE

WORDS, NO PARKING-FIRE LANE SIGNS SHALL BE PROVIDED FOR FIRE APPARATUS

ACCESS ROADS TO IDENTIFY SUCH ROADS. NC FPC 2012, 503.3, D103.6, D103.6.1,

D103.6.2

5. PREMISE IDENTIFICATION; APPROVED BUILDING ADDRESS NUMBERS, PLACED IN

ACCEPTABLE POSITION TO THE FIRE CODE OFFICIAL, SHALL BE REQUIRED ON ALL

NEW BUILDINGS. NC FPC 2012, 505.1

6. KEY BOXES; WHERE REQUIRED BY THE FIRE CODE OFFICIAL, A SECURE KEY BOX,

MOUNTED ON THE ADDRESS SIDE OF THE BUILDING, NEAR THE MAIN ENTRANCE,

SHALL BE PROVIDED TO ENSURE ADEQUATE ACCESS TO THE BUILDING BASED ON

LIFE SAFETY AND/OR FIRE PROTECTION NEEDS. NC FPC 2012, 506

7. FIRE HYDRANTS; THE ADDITION OF ANY REQUIRED HYDRANTS TO SERVE THE

SUBMITTED BUILDING MUST FLOW A MINIMUM OF 2500 GPM PER TOWN

ENGINEERING STANDARDS UNLESS APPROVED BY THE FIRE CODE OFFICIAL. THE

FARTHEST HYDRANT SERVING A PROPOSED STRUCTURE MUST BE NO MORE THAN

500 FEET DISTANT. A MAXIMUM DISTANCE OF 500 FEET SPACING BETWEEN

HYDRANTS MUST BE MAINTAINED UNLESS OTHERWISE APPROVED BY THE FIRE

CODE OFFICIAL. LESSER SPACING DISTANCES MAY BE REQUIRED. A MINIMUM

WORKING SPACE OF 3 FEET MUST BE MAINTAINED AROUND ALL HYDRANTS.

WHERE HYDRANTS ARE SUBJECT TO PHYSICAL IMPACT, PHYSICAL PROTECTION

MAY BE REQUIRED, NC FPC 2012, 507.5.6. THE MINIMUM NUMBER OF REQUIRED

HYDRANTS AND THEIR SPACING MUST MEET NC FPC 2012, APPENDIX C, TABLE C

105.1

8. FIRE DEPARTMENT CONNECTIONS, LOCATIONS; ANY REQUIRED FDCS FOR ANY

BUILDINGS SHALL MEET THE DESIGN AND INSTALLATION REQUIREMENTS FOR THE

CURRENT, APPROVED EDITION OF NFPA 13, 13D, 13R, OR 14 OF THE NC FPC 2012

AND TOWN ORDINANCES; 7-38 FOR LOCATION. FDCS SHALL BE INSTALLED ON THE

STREET/ ADDRESS SIDE OF THE BUILDING AND WITHIN 100' OF A HYDRANT OR

UNLESS OTHERWISE APPROVED BY THE FIRE CODE OFFICIAL AND SHALL NOT BE

OBSTRUCTED OR HINDERED BY PARKING OR LANDSCAPING. FDC'S SHALL BE

EQUIPPED WITH NST.

9. FIRE DEPARTMENT CONNECTIONS, INSTALLATION; A WORKING SPACE OF NOT LESS

THAN 36 INCHES IN WIDTH AND DEPTH AND A WORKING SPACE OF 78 INCHES IN

HEIGHT SHALL BE PROVIDED ON ALL SIDES WITH THE EXCEPTION OF WALL

MOUNTED FDC'S UNLESS OTHERWISE APPROVED BY THE FIRE CODE OFFICIAL. THE

FDC'S WHERE REQUIRED MUST BE PHYSICALLY PROTECTED BY AN APPROVED

BARRIER FROM IMPACTS. NC FPC 2012, 912.1, 912.2 912.2.1, 912.3.2, 312

FIRE DEPARTMENT NOTES   

PUBLIC UTILITIES

ELECTRIC:

DUKE ENERGY CAROLINAS

DEVELOPMENT PLANNING

ATTN: PHONE: 1-800-454-3853

http://www.duke-energy.com/builders-developers/development-planning.asp

GAS:

PSNC

PROPERTY AND BUILDING

ATTN:  psncbuildergroup@scana.com PHONE: 1-888-547-1288

https://www.psncenergy.com/for-my-busimess/property-buildng/builders-contractors

TELEPHONE: AT&T+

ATTN: Att.nc.private.row@att.com PHONE: 

CABLE TV: TIME WARNER

ATTN: TONY JORDAN (Tony.jordan@twcable.com) PHONE: 919-573-7077

WATER/SEWER:

OWASA

ORANGE AND DURHAM COUNTIES

400 JONES FERRY ROAD

CARRBORO, NC 27510

ATTN: NICK PARKER (NParker@owasa.org) PHONE: 919-537-4201

TELEPHONE: GOOGLE (FIBER)

ATTN: https://fiber.google.com/properties/ PHONE: 
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1"= 40'

CONSTRUCTION WASTE NOTES:

1. ALL EXISTING STRUCTURES 500 SQUARE FEET AND LARGER

SHALL BE ASSESSED PRIOR TO THE ISSUANCE OF A

DEMOLITION PERMIT TO ENSURE COMPLIANCE WITH THE

COUNTY'S REGULATED RECYCLABLE MATERIALS

ORDINANCE (RRMO) AND TO ASSESS THE POTENTIAL FOR

DECONSTRUCTION AND/OR THE REUSE OF SALVAGEABLE

MATERIALS.

2. PURSUANT TO THE COUNTY'S RRMO, CLEAN WOOD WASTE,

SCRAP  METAL, AND CORRUGATED CARDBOARD PRESENT IN

CONSTRUCTION OR DEMOLITION WASTE MUST BE

RECYCLED.

3. PURSUANT TO THE COUNTY'S RRMO, ALL HAULERS OF

MIXED CONSTRUCTION AND DEMOLITION WASTE WHICH

INCLUDES ANY REGULATED RECYCLABLE MATERIALS SHALL

BE LICENSED BY ORANGE COUNTY.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1" = 40'
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1"= 40'
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1" = 30'

NOTES:

1. CURB AND GUTTER, TRAFFIC MARKINGS,  AND PAVEMENT,  BUILT

WITHIN NCDOT MAINTAINED RIGHT-OF-WAY SHALL MEET NCDOT

STANDARD SPECIFICATIONS AND DETAILS.

2. (2) 25 MPH POSTED SPEED LIMIT SIGNS SHALL BE INSTALLED FOR 

THE CONNECTOR ROAD. (SEE SHEETS CS1002 & CS1003 FOR LOCATION).

3. THE 10' WIDE MULTI-USE TRAVELWAY ALONG THE SERVICE SHALL BE

CONSTRUCTED WITH WITH A SAWCUT CENTERLINE JOINT IN ADDITION

TO THE REQUIREMENTS OF STANDARD DETAIL ST-4 ON SHEET CS6001.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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DRAINAGE NOTES:

1. ALL ROOF DRAINS FROM THE PROPOSED BUILDING SHALL

BE DIRECTED TO EITHER THE UNDERGROUND / SAND

FILTER SYSTEM OR THE STORM DRAINAGE SYSTEM.

2. NO FLOOR DRAINS UNDER THE ROOFED PARKING AREA

SHALL BE CONNECTED TO THE STORM DRAINAGE SYSTEM.

3. DISCHARGE FROM THE HYDRAULIC ELEVATOR SUMP

SHALL NOT BE CONNECTED TO THE STORM DRAINAGE

SYSTEM.

4. NO STORM DISCHARGE SHALL BE DIRECTED TO THE SAND

FILTER SYSTEMS BEYOND THAT BEING SHOWN ON THE

APPROVED PLANS.

5. DEWATERING OF SALTWATER POOLS INTO THE STORM

SEWER IS PROHIBITED. SIGNAGE TO THIS EFFECT SHALL

BE PERMANENTLY AFFIXED TO THE POOL EQUIPMENT.

6. DEWATERING OF CHLORINATED POOLS INTO THE STORM

SEWER IS NOT ALLOWED UNLESS THE WATER IS 

DECHLORINATED.

7. NO BACKWASH FROM THE POOL SHALL DISCHARGE INTO

THE STORMSEWER.

8. THE CONTRACTOR SHALL CONTACT THE DESIGN 

ENGINEER DURING INSTALLATION OF THE ROOF DRAINAGE

SYSTEM CONNECTIONS TO THE STORM DRAINAGE 

SYSTEM. ANY MODIFICATION TO THE SYSTEM AS SHOWN

ON THE APPROVED PLANS, WILL REQUIRE STORMWATER

MANAGEMENT DIVISION APPROVAL.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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DRAINAGE NOTES:

1. ALL ROOF DRAINS FROM THE PROPOSED BUILDING SHALL

BE DIRECTED TO EITHER THE UNDERGROUND / SAND

FILTER SYSTEM OR THE STORM DRAINAGE SYSTEM.

2. NO FLOOR DRAINS UNDER THE ROOFED PARKING AREA

SHALL BE CONNECTED TO THE STORM DRAINAGE SYSTEM.

3. DISCHARGE FROM THE HYDRAULIC ELEVATOR SUMP

SHALL NOT BE CONNECTED TO THE STORM DRAINAGE

SYSTEM.

4. NO STORM DISCHARGE SHALL BE DIRECTED TO THE SAND

FILTER SYSTEMS BEYOND THAT BEING SHOWN ON THE

APPROVED PLANS.

5. DEWATERING OF SALTWATER POOLS INTO THE STORM

SEWER IS PROHIBITED. SIGNAGE TO THIS EFFECT SHALL

BE PERMANENTLY AFFIXED TO THE POOL EQUIPMENT.

6. DEWATERING OF CHLORINATED POOLS INTO THE STORM

SEWER IS NOT ALLOWED UNLESS THE WATER IS 

DECHLORINATED.

7. NO BACKWASH FROM THE POOL SHALL DISCHARGE INTO

THE STORMSEWER.

8. THE CONTRACTOR SHALL CONTACT THE DESIGN 

ENGINEER DURING INSTALLATION OF THE ROOF DRAINAGE

SYSTEM CONNECTIONS TO THE STORM DRAINAGE 

SYSTEM. ANY MODIFICATION TO THE SYSTEM AS SHOWN

ON THE APPROVED PLANS, WILL REQUIRE STORMWATER

MANAGEMENT DIVISION APPROVAL.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1"= 30'

NOTES:

1. ALL STRUCTURES AND PIPES BUILT WITHIN NCDOT MAINTAINED

RIGHT-OF-WAY SHALL MEET NCDOT STANDARD SPECIFICATIONS

AND DETAILS.

2. ALL ROOF DRAINS ARE TO BE INSTALLED TO DIRECT WATER FROM

PROPOSED BUILDING TO UNDERGROUND STORM SYSTEM.

3. A MINIMUM OF 24" VERTICAL SEPARATION AND 10' HORIZONTAL

SEPARATION SHALL BE PROVIDED BETWEEN STORM AND SANITARY

SEWER PIPE OR FERROUS PIPE TO BE INSTALLED.

4. SEE SHEET CS6041 FOR O.W.A.S.A. WATER & SANITARY SEWER

DETAILS FOR WORK IN NCDOT R/W.

5. UTILITY SERVICE LINES EXTENDING UNDER PUBLIC SIDEWALKS

SHALL BE SLEEVED WITH THE APPROPRIATE SIZE / MATERIAL PIPE.

6. A MINIMUM OF 18" VERTICAL SEPARATION SHALL BE PROVIDED

BETWEEN STORM SEWER AND DOMESTIC WATER LINES.

7. ANY CHANGE TO THE PLACEMENT, SIZE OR LOCATION OF

ABOVE-GROUND UTILITY EQUIPMENT REQUIRES REVIEW AND

APPROVAL BY THE TOWN OF CHAPEL HILL DEPARTMENT OF

PLANNING AND DEVELOPMENT SERVICES. ABOVE GROUND UTILITY

FEATURES ARE PROHIBITED WITHIN A STREET/FRONT SETBACK

(LUMO 3.11.2.7.L.2) AND MUST BE PLACED AT LEAST 10 FEET BEHIND

SIDEWALKS ALONG PUBLIC STREETS, BE SCREENED FROM PUBLIC

STREETS WITH SOLID MATERIAL OR EQUIVALENT VEGETATION

(LUMO 3.11.4.2.E.4), AND REQUIRE REVIEW AND APPROVAL OF

APPROPRIATE SCREENING BY THE COMMUNITY DESIGN

COMMISSION (LUMO 3.11.4.6.D.1.A-B).

ENLARGED PLAN OF WATER CONNECTION TO BUILDING

SCALE: 1" = 10'
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SHEET OF
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.

A
L

L
 
D

I
M

E
N

S
I
O

N
S

 
M

U
S

T
 
B

E
 
V

E
R

I
F

I
E

D
 
B

Y
 
C

O
N

T
R

A
C

T
O

R

A
N

D
 
O

W
N

E
R

 
M

U
S

T
 
B

E
 
N

O
T

I
F

I
E

D
 
O

F
 
A

N
Y

D
I
S

C
R

E
P

A
N

C
I
E

S
 
B

E
F

O
R

E
 
P

R
O

C
E

E
D

I
N

G
 
W

I
T

H
 
W

O
R

K

ENLARGED PLAN OF WATER CONNECTION TO BUILDING

SCALE: 1" = 10'

NOTES:

1. ALL STRUCTURES AND PIPES BUILT WITHIN NCDOT MAINTAINED RIGHT-OF-WAY SHALL

MEET NCDOT STANDARD SPECIFICATIONS AND DETAILS.

2. ALL ROOF DRAINS ARE TO BE INSTALLED TO DIRECT WATER FROM PROPOSED BUILDING

TO UNDERGROUND STORM SYSTEM.

3. A MINIMUM OF 24" VERTICAL SEPARATION AND 10' HORIZONTAL SEPARATION SHALL BE

PROVIDED BETWEEN STORM AND SANITARY SEWER PIPE OR FERROUS PIPE TO BE

INSTALLED.

4. SEE SHEET CS6041 FOR O.W.A.S.A. WATER & SANITARY SEWER DETAILS FOR WORK IN

NCDOT R/W.

5. UTILITY SERVICE LINES EXTENDING UNDER PUBLIC SIDEWALKS SHALL BE SLEEVED

WITH THE APPROPRIATE SIZE / MATERIAL PIPE.

6. A MINIMUM OF 18" VERTICAL SEPARATION SHALL BE PROVIDED BETWEEN STORM

SEWER AND DOMESTIC WATER LINES.

7. ANY CHANGE TO THE PLACEMENT, SIZE OR LOCATION OF ABOVE-GROUND UTILITY

EQUIPMENT REQUIRES REVIEW AND APPROVAL BY THE TOWN OF CHAPEL HILL

DEPARTMENT OF PLANNING AND DEVELOPMENT SERVICES. ABOVE GROUND UTILITY

FEATURES ARE PROHIBITED WITHIN A STREET/FRONT SETBACK (LUMO 3.11.2.7.L.2) AND

MUST BE PLACED AT LEAST 10 FEET BEHIND SIDEWALKS ALONG PUBLIC STREETS, BE

SCREENED FROM PUBLIC STREETS WITH SOLID MATERIAL OR EQUIVALENT VEGETATION

(LUMO 3.11.4.2.E.4), AND REQUIRE REVIEW AND APPROVAL OF APPROPRIATE

SCREENING BY THE COMMUNITY DESIGN COMMISSION (LUMO 3.11.4.6.D.1.A-B).

5'

30' OWASA EASEMENT
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2%

11.00'11.00'5.00'

BIKE LANE TRAVEL LANE TRAVEL LANECURB

AND

GUTTER

3" ASPHALT SURFACE

NCDOT SF9.5A

8" STONE BASE

NCDOT TYPE "ABC"

2%

2.50'

10.00'

GRASS STRIPCONC. SIDEWALK

65'  RIGHT OF WAY

45' FACE TO FACE

46'  BACK TO BACK

VARIES

11.00'

TRAVEL LANE

3.00'

BIKE LANE
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1" = 30'

WRA

TAS

SHEET OF
14 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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PROPOSED RIGHT OF

WAY LINE

TYPICAL WIDENING ROAD SECTION A-A

1" = 5'

NOTES:

1. ALL STRUCTURES AND PIPES BUILT WITHIN NCDOT MAINTAINED

RIGHT-OF-WAY SHALL MEET NCDOT STANDARD SPECIFICATIONS

AND DETAILS.

2. ALL ROOF DRAINS ARE TO BE INSTALLED TO DIRECT WATER FROM

PROPOSED BUILDING TO UNDERGROUND STORM SYSTEM.

3. A MINIMUM OF 24" VERTICAL SEPARATION AND 10' HORIZONTAL

SEPARATION SHALL BE PROVIDED BETWEEN STORM AND SANITARY

SEWER PIPE OR FERROUS PIPE TO BE INSTALLED.

4. SEE SHEET CS6041 FOR O.W.A.S.A. WATER & SANITARY SEWER

DETAILS FOR WORK IN NCDOT R/W.

5. UTILITY SERVICE LINES EXTENDING UNDER PUBLIC SIDEWALKS

SHALL BE SLEEVED WITH THE APPROPRIATE SIZE / MATERIAL PIPE.

6. A MINIMUM OF 18" VERTICAL SEPARATION SHALL BE PROVIDED

BETWEEN STORM SEWER AND DOMESTIC WATER LINES.
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SHEET OF
15 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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PLAN OF FORDHAM BLVD. ACCESS ROAD

SCALE: 1" = 30'

NOTES:

1. ALL STRUCTURES AND PIPES BUILT WITHIN NCDOT MAINTAINED RIGHT-OF-WAY

SHALL MEET NCDOT STANDARD SPECIFICATIONS AND DETAILS.

2. ALL ROOF DRAINS ARE TO BE INSTALLED TO DIRECT WATER FROM PROPOSED

BUILDING TO UNDERGROUND STORM SYSTEM.

3. A MINIMUM OF 24" VERTICAL SEPARATION AND 10' HORIZONTAL SEPARATION SHALL

BE PROVIDED BETWEEN STORM AND SANITARY SEWER PIPE OR FERROUS PIPE TO

BE INSTALLED.

4. SEE SHEET CS6041 FOR O.W.A.S.A. WATER & SANITARY SEWER DETAILS FOR WORK IN

NCDOT R/W.

5. UTILITY SERVICE LINES EXTENDING UNDER PUBLIC SIDEWALKS SHALL BE SLEEVED

WITH THE APPROPRIATE SIZE / MATERIAL PIPE.

6. A MINIMUM OF 18" VERTICAL SEPARATION SHALL BE PROVIDED BETWEEN STORM

SEWER AND DOMESTIC WATER LINES.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1" = 30'

SCALE: HORIZONTAL 1" = 30'

VERTICAL 1" = 3'
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SCALE: 1" = 30'
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.

1" = 30'

PLAN

SCALE: 1" = 30'
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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SHEET OF
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ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATE; AND OWNER SHALL

INDEMNIFY AND HOLD HARMLESS PENNONI ASSOCIATES

FROM ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES

ARISING OUT OF OR RESULTING THEREFROM.
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WRA

TAS

SHEET OF
21 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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TYPICAL  TYPE 'A'  STREET  SECTION  WITH  PARALLEL  PARKING

1" = 5'

TYPICAL  TYPE 'A'  STREET  SECTION  WITHOUT  PARALLEL  PARKING

1" = 5'

TYPICAL PAVING SECTION FOR NEW TYPE 'A' STREET

COMPACTED SUBGRADE

8" STONE BASE (NCDOT TYPE "ABC")

3" ASPHALT SURFACE

(NCDOT SF9.5A)
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NOT FOR CONSTRUCTION
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SHEET OF
22 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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NOTES

STRAW BALE

10 mil PLASTIC LINING

VARIES

10' MINIMUM

BINDER WIRE

SECTION B-B

NOT TO SCALE

10 mil PLASTIC LINING

B B

PLAN

NOT TO SCALE

LAG SCREWS

36"

36"

2"

8"

10' MINIMUM

VARIES

10 mil PLASTIC LINING

PLAN

NOT TO SCALE

10 mil PLASTIC LINING

SECTION B-B

NOT TO SCALE

B B

VARIES

10' MINIMUM

AA

10 mil PLASTIC LINING

10 mil PLASTIC LINING

SANDBAG

BERM

BERM

3'

PLAN

NOT TO SCALE

SECTION A-A

NOT TO SCALE

SANDBAG

TYPE "BELOW GRADE"

CONCRETE WASHOUT DETAIL
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SHEET OF
23 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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NOTES:

1. THE MEDIA IN THE SAND FILTER SHALL BE CLEANED,

WASHED, COARSE MASONRY SAND SUCH AS ASTM C33.

THE SAND PARTICLES SHALL BE LESS THAN 2mm AVERAGE.

2. A COPY OF THE PURCHASE RECEIPT FOR THE SAND

MATERIAL USED IN FILLING THE SYSTEM SHALL BE 

PROVIDED WITH THE AS-BUILT SUBMITTALS PRIOR TO THE

ISSUANCE OF THE CERTIFICATE OF OCCUPANCY. THE

PURCHASE RECEIPT SHALL IDENTIFY THE ASTM 

SPECIFICATION.

3. PICTURES OF THE WEIR AND ORIFICES IN THE 

UNDERGROUND DETENTION SYSTEM SHALL BE PROVIDED

WITH THE AS-BUILT SUBMITTALS.

MATCH TO FINISH GRADE

ON APPROVED PLANS

303.58

303.00

293.00

292.42

EL: 300.50

EL: 294.50

INV.= 293.00

EL: 300.50

INV.= 293.00

1'-6" SAND

SAND ONLY

18" RCP OUT

TO STM. MH 6

INV.OUT= 292.80

SEE DETAIL AT LEFT

18" RCP IN FROM

STM. INL. 4

INV.IN= 299.93

15" RCP IN FROM

STM. INL. 5

INV.IN= 299.93

30" MANWAY ACCESS

WITH DRILLED IN

STEPS (TYP.)

293

WITH SOCK

LABELS INDICATE MODULE

CONFIGURATIONS, i.e. OPENINGS,

etc.
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1" = 30'

WRA

TAS

SHEET OF
24 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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NOTES:

1. THE MEDIA IN THE SAND FILTER SHALL BE CLEANED,

WASHED, COARSE MASONRY SAND SUCH AS ASTM C33.

THE SAND PARTICLES SHALL BE LESS THAN 2mm AVERAGE.

2. A COPY OF THE PURCHASE RECEIPT FOR THE SAND

MATERIAL USED IN FILLING THE SYSTEM SHALL BE 

PROVIDED WITH THE AS-BUILT SUBMITTALS PRIOR TO THE

ISSUANCE OF THE CERTIFICATE OF OCCUPANCY. THE

PURCHASE RECEIPT SHALL IDENTIFY THE ASTM 

SPECIFICATION.

3. PICTURES OF THE WEIR AND ORIFICES IN THE 

UNDERGROUND DETENTION SYSTEM SHALL BE PROVIDED

WITH THE AS-BUILT SUBMITTALS.
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1" = 30'

WRA

TAS

SHEET OF
25 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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NOTES:

1. THE MEDIA IN THE SAND FILTER SHALL BE CLEANED,

WASHED, COARSE MASONRY SAND SUCH AS ASTM C33.

THE SAND PARTICLES SHALL BE LESS THAN 2mm AVERAGE.

2. A COPY OF THE PURCHASE RECEIPT FOR THE SAND

MATERIAL USED IN FILLING THE SYSTEM SHALL BE 

PROVIDED WITH THE AS-BUILT SUBMITTALS PRIOR TO THE

ISSUANCE OF THE CERTIFICATE OF OCCUPANCY. THE

PURCHASE RECEIPT SHALL IDENTIFY THE ASTM 

SPECIFICATION.

3. PICTURES OF THE WEIR AND ORIFICES IN THE 

UNDERGROUND DETENTION SYSTEM SHALL BE PROVIDED

WITH THE AS-BUILT SUBMITTALS.

4. ALL MANHOLE ACCESS LIDS TO BE SOLID TO PREVENT

POLLUTANTS FROM SURFACE WATER FROM ENTERING THE

SAND FILTER SYSTEM.

MATCH TO FINISH GRADE

ON APPROVED PLANS

284.48

283.90

274.4

273.82

1'-6" SAND

9'-6"

281.90

SAND ONLY

18"

274.40

282.00

(SEE DETAIL AT LEFT)

9.5'

7.5'

7'

ELEV = 284.48

100 YR W.S. ELEV = 282.46

WEIR ELEV = 281.90

ELEV = 274.40

WITH SOCK

LABELS INDICATE MODULE

CONFIGURATIONS, i.e. OPENINGS,

etc.

274.40
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AS SHOWN

WRA

TAS

SHEET OF
26 28

ALL DOCUMENTS PREPARED BY PENNONI ASSOCIATES

ARE INSTRUMENTS OF SERVICE IN RESPECT OF THE

PROJECT.  THEY ARE NOT INTENDED OR REPRESENTED

TO BE SUITABLE FOR REUSE BY OWNER OR OTHERS ON

THE EXTENSIONS OF THE PROJECT OR ON ANY OTHER

PROJECT.  ANY REUSE WITHOUT WRITTEN VERIFICATION

OR ADAPTATION BY PENNONI ASSOCIATES FOR THE

SPECIFIC PURPOSE INTENDED WILL BE AT OWNERS

SOLE RISK AND WITHOUT LIABILITY OR LEGAL

EXPOSURE TO PENNONI ASSOCIATES; AND OWNER

SHALL INDEMNIFY AND HOLD HARMLESS PENNONI

ASSOCIATES FROM ALL CLAIMS, DAMAGES, LOSSES AND

EXPENSES ARISING OUT OF OR RESULTING THEREFROM.
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EXISTING

RECOMBINE LOTS TO ONE

LOT (TOTAL AREA 6.555 AC.

BEFORE R/W DEDICATION)

STM INL 7

GRATE 296.50

STM INL 8

GRATE 296.49

STM INL 3

GRATE 307.73

STM INL 2

GRATE 307.75

STM INL 4 CATCH BASIN

GRATE 305.40

STM INL 5 CATCH BASIN

GRATE 304.75

STM INL 1

GRATE 319.50

STM INL 9

GRATE 301.76

EX. STM INL 2A

GRATE 277.79

STM INL 10

GRATE 301.34

STM INL 8A 2' X 4'

GRATE 297.35

STM INL 11

GRATE 298.70

STM INL 12

GRATE 297.93

STM INL 13

GRATE 294.38

STM INL 14

GRATE 289.44

STM INL 15

GRATE 284.13

EX. STM INL 2

GRATE 278.34

EX. STM INL 3

GRATE 276.75

YARD INLET 4

GRATE 280.58

YARD INLET 3

GRATE 290.67

YARD INLET 2

GRATE 292.96

YARD INLET 1

GRATE 296.63

EXISTING MH - 1

GRATE 310.56

STM INL 17

GRATE 310.98

STM INL 16

GRATE 317.75

INLET

PROTECTION

(TYP.)

INLET PROTECTION (TYP.)

INLET PROTECTION (TYP.)

STABILIZED

CONSTRUCTION

ENTRANCE # 2

LIMIT OF

DISTURBANCE

(TYP.)

LIMIT OF DISTURBANCE (TYP.)

LIMIT OF DISTURBANCE (TYP.)

LIMIT OF DISTURBANCE (TYP.)

LIMIT OF DISTURBANCE (TYP.)

REINFORCED SILT FENCE REINFORCED

SILT FENCE

STABILIZED

CONSTRUCTION

ENTRANCE # 1

PROPOSED  SEDIMENT  BASIN #1

WITH FLOATING SKIMMER OUTLET

2" SKIMMER WITH 1.6" DIA. ORIFICE

LINE ALL INTERIOR SLOPES WITH

NORTH AMERICAN GREEN S75

3' x 3' INSIDE DIMENSION

RISER W/ TRASH RACK

TOP OF RISER = 303.00

INV. OUT = 299.00

TEMPORARY 12" DIA.

HDPE OUTLET PIPE

TO STRM. INL. 10 CURB

INLET, INV. IN = 295.00

COIR BAFFLE (TYP)

DAM ELEV = 305.00,8' WIDE

2.5 : 1 SIDE SLOPE

PROPOSED SEDIMENT BASIN #2

WITH FLOATING SKIMMER OUTLET

1.5" SKIMMER WITH 1.2" DIA. ORIFICE

LINE ALL INTERIOR SLOPES WITH

NORTH AMERICAN GREEN S75

3 : 1 SIDE SLOPE

COIR BAFFLE (TYP)

DAM ELEV = 283.00, 8' WIDE

2.5 : 1 SIDE SLOPE

3 : 1 SIDE SLOPE ABV. ELEV. 283

PROPOSED  YARD INLET 4 TO BE BUILT

AND USED AS RISER STRUCTURE FOR

SEDIMENT BASIN #1, RIM = 280.58,

INV.OUT = 275.06.

RISER TO BE 3' X 3' INSIDE DIMENSIONS

AND FITTED WITH TRASH RACK DURING

USE AS SEDIMONT BASIN RISER

2.5 : 1 SIDE SLOPE BELOW ELEV. 283

305

299

30
5

30
5

291
290

277.5

283

283

283

289

REMOVE EX. 15" CMP AND

EX. RIP-RAP AT INLET END

PRIOR TO PLACING FILL FOR

SEDIMENT BASIN #1 DAM

INSTALL STORM DRAINAGE SYSTEM

FROM EXISTING STORM INLET 3 TO

YARD INLET 4 TO SERVE AS OUTLET

RISER FOR SEDIMENT BASIN #1

INSTALL STORM DRAINAGE SYSTEM

FROM YARD INLET 3 UPSTREAM TO

CURB INLET 10 TO ACCEPT OUTFLOW

FROM SEDIMENT BASIN #2
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STANDARD SILT FENCE

REINFORCED SILT FENCE

INLET PROTECTION

LEGEND
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CLADRASTIS KENTUKEA,
AMERICAN YELLOWWOOD ULMUS PARVIFOLIA 'ALLEE',

ALLEE CHINESE ELM

ILLICIUM PARVIFLORUM,
HARDY ANISE TREE

VIBURNUM AWABUKI 'CHINDO',
CHINDO VIBURNUM

TREE PROTECTION FENCE

L E
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N

 R
O

A
D

S
E

R
V

I C
E

 R
D

F O
R D

H A M
 B L V D  ( U

S
1 5 - 5 0 1 )

FIR
E ACCESS DRIVE

FIRE ACCESS DRIVE

BUILDING 1
5 STORY WRAP WITH

PARKING DECK
 HAMPTON/GHI ASSOCIATES NO. 1

DB 637, PG 482
PB 42, PG 126

BRIAN & MOYRA KILEFF
DB 71, PG 74
PB 51, PG 85

DB 468, PG 75 PB 57,
PG 30 RAMS PLAZA

ADD'L - NOT FOR CREDITCODE REQUIRED

TYPE 'B' FRONTAGE
STREET TREES 31' O.C. AVG.
(5) IAS - SIZE AT MATURITY: 20' X 8-10'

BUILDING 2
4 STORIES OVER
 PODIUM AND 1

PARKING LEVEL

75 ' RADIUS FOR
PARKING COVERAGE
(TYP)

219 S.F. 233 S.F.

210 S.F.

402 S.F.

317 S.F.
205 S.F.

6 QP
FOR VSA

NEW INTERIOR STREET -
TYPE 'A' FRONTAGE
(STREET TREES 40' O.C. AVG.)

2 NS
FOR VSA

(12) CC FOR TYPE 'A' FRONTAGE
SIZE AT MATURITY: 20'-35' X 20'-35'

(7) NS FOR TYPE 'B' FRONTAGE
SIZE AT MATURITY: 30'-50' X 20'-30'

(12) NS FOR TYPE 'A' FRONTAGE
SIZE AT MATURITY: 30'-50' X 20'-30'

MINIMUM 65' GAP BETWEEN TREES
TO PROVIDE ROOFTOP FIRE ACCESS.

MINIMUM 65' GAP BETWEEN TREES
TO PROVIDE ROOFTOP FIRE ACCESS.

MINIMUM 65' GAP BETWEEN
TREES TO PROVIDE
ROOFTOP FIRE ACCESS. MINIMUM 65' GAP BETWEEN

TREES TO PROVIDE
ROOFTOP FIRE ACCESS.

MINIMUM 65' GAP BETWEEN TREES TO
PROVIDE ROOFTOP FIRE ACCESS.

16 JHA
3' O.C.

14 JHA
3' O.C.

16 JHA
3' O.C.

32 ES
24" O.C.

3 TG
4' O.C.

3 ICBN
SCREENING

MLG (TYP)
SCREENING

9 ICBN
SCREENING

48 ES
24" O.C.

48 ES
24" O.C.

AGA (TYP)
STREET TREE

RELOCATED
OVERHEAD POWER

TREES LOCATED IN THE PUBLIC RIGHT OF WAY
SHALL BE MAINTAINED BY THE PROPERTY
OWNER. OWNER SHALL PROVIDE 'LETTER OF
RESPONSIBILITY' TO TOWN OF CHAPEL HILL
PRIOR TO FIRST CERTIFICATE OF OCCUPANCY.

VARIABLE WIDTH TREE ZONE TO BE NO
LESS THAN EIGHT (8) FEET IN WIDTH.

15' LIGHT POLE RADIUS (TYP).
STREET TREES SHALL BE
≥15'  FROM LIGHT POLES.

ADDITIONAL MAINTENANCE NOTE :
SERVICEBERRY TREES (SYMBOL 'AGA') ALONG
SERVICE ROAD SHALL BE LIMBED UP TO 7' WHEN
TREES HAVE REACHED 12' IN HEIGHT AND
THEREAFTER MAINTAINED AS SINGLE STEM, 7'
CLEAR TRUNK.

15' LIGHT POLE RADIUS (TYP).
STREET TREES SHALL BE
≥15'  FROM LIGHT POLES.

(16) JHA, 3' O.C.
1'-2' MATURE HT (TYP)

(32) ES, 24" O.C.
1'-2' MATURE HEIGHT (TYP)

FDP APPLICATION 12.02.2016

FDP APPLICATION - 2 02.20.2017

FDP APPLICATION - 3 04.10.2017

DD MARKUP REVISIONS 04.24.2017

FDP APPLICATION - 4 06.15.2017

PERMIT SET 06.19.2017

FDP APPLICATION - 5 08.11.2017
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P.B. 71, PG 74

40' 20' 0 40' 80'

SCALE:  1" = 40'  

CODE COMPLIANT
LANDSCAPE PLAN

Know what's below.
1TREE LEGEND

NTS

QUERCUS PAGODIFOLIA,
CHERRYBARK OAK

NYSSA SYLVATICA,
BLACK GUM

AMELANCHIER GRANDIFLORA, 'AUTUMN
BRILLIANCE-SINGLE STEM,
SINGLE STEM SERVICEBERRY

CONSTRUCTION NOTES:

1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE
WITH ALL TOWN OF CHAPEL HILL AND NCDOT STANDARDS AND
SPECIFICATIONS.

2. THE CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY PERMIT FOR
ANY WORK WHICH REQUIRES THE CLOSURE OF A TRAVEL
LANE(S) AND/OR SIDEWALK FROM THE TRANSPORTATION
OPERATION DIVISION/PUBLIC WORKS DEPARTMENT AT LEAST 48
HOURS IN ADVANCE.

3. IF CONSTRUCTION PLANS FOR PUBLIC AND PRIVATE STREETS OR
UTILITIES SHOWN ON THIS PLAN ARE REQUIRED, THEY MUST BE
APPROVED BY THE PUBLIC WORKS DEPARTMENT AND PUBLIC
UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR
RECORDING OF ANY PLAT FOR THIS DEVELOPMENT.

4. FIELD ADJUSTMENTS TO THIS PLAN MAY BE REQUIRED BY TOWN
OF CHAPEL HILL INSPECTOR AS NEEDED DURING
CONSTRUCTION.

5. ALL SURVEY INFORMATION PROVIDED TO JDAVIS ARCHITECTS BY
PHILIP POST AND ASSOCIATES OF CHAPEL HILL, NC  IN DIGITAL
FORMAT.

6.  WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO
OBSTRUCTION BETWEEN 2 FEET AND 7 FEET IN HEIGHT ABOVE
THE CURB LINE ELEVATION SHALL BE LOCATED IN WHOLE OR
PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY
BERM, FOLIAGE, FENCE, WALL, SIGN, OR PARKED VEHICLE.
MAINTENANCE NOTE: SERVICEBERRY TREES (SYMBOL 'AGA')
ALONG SERVICE ROAD SHALL BE LIMBED UP TO 7' WHEN TREES
HAVE REACHED 12' IN HEIGHT AND THEREAFTER MAINTAINED AS
SINGLE STEM, 7' CLEAR TRUNK.

7. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING
UTILITIES PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO ANY
CONSTRUCTION ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD
LOCATION OF UNDERGROUND UTILITIES.

9. ALL HVAC UNITS SHALL BE SCREENED FROM VIEW OF THE
PUBLIC RIGHT OF WAY.

10. ALL ABOVE GROUND UTILITY DEVICES (TO INCLUDE BUT NOT
LIMITED TO TELEPHONE AND CABLE PEDESTALS, ELECTRICAL
TRANSFORMERS, BACKFLOW DEVICE, HOTBOX, ETC) SHALL BE
SCREENED FROM OFF-SITE VIEW BY EVERGREEN SHRUBS,
FENCE, OR WALL.

11. FDC SHALL NOT BE OBSTRUCTED OR HINDERED BY PARKING OR
LANDSCAPING.

SEE LP3.1 FOR PLANTING DETAILS AND TOWN OF CHAPEL HILL LANDSCAPE AND GENERAL NOTES.
SEE CS1001 FOR SITE PLAN.
SEE LP2.1 FOR TREE PROTECTION PLAN.

SEE ARCHITECTURAL PLANS FOR LOCATION OF ROOFTOP HVAC UNITS.
METER BANKS TO BE LOCATED INSIDE BUILDING. SEE ARCHITECTURAL PLANS.

CARPINUS CAROLINIANA
AMERICAN HORNBEAM

ILEX X ATTENUATA 'SAVANNAH',
SAVANNAH HOLLY - TREEFORM

JUNIPERUS VIRGINIANA 'IDYLLWILD',
IDYLLWILD EASTERN RED CEDAR

MAGNOLIA GRANDIFLORA LITTLE GEM,
LITTLE GEM MAGNOLIA

REVISIONS:

TREES LOCATED IN THE PUBLIC RIGHT OF WAY SHALL BE MAINTAINED BY THE PROPERTY OWNER. OWNER SHALL
PROVIDE 'LETTER OF RESPONSIBILITY' TO TOWN OF CHAPEL HILL PRIOR TO FIRST CERTIFICATE OF OCCUPANCY.
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18" PINE

18" PINE

18" PINE

20" PINE

18" OAK

20" PINE

24" WILLOW OAK

32" WILLOW OAK

20" WILLOW OAK

18" PINE

24" PINE

18" PINE

24" WILLOW OAK

24" WILLOW OAK 20" PINE

18" WILLOW OAK

18" PINE

18" PINE

18" PINE
18" PINE

24" PINE

24" PINE

18" PINE

18" PINE

EXISTING TREE LINE (TYP)
 HAMPTON/GHI ASSOCIATES NO. 1

DB 637, PG 482
PB 42, PG 126

BRIAN & MOYRA KILEFF
DB 71, PG 74
PB 51, PG 85

DB 468, PG 75 PB 57,
PG 30 RAMS PLAZA

ADD'L - NOT FOR CREDITCODE REQUIRED
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FDP APPLICATION - 3 04.10.2017

DD MARKUP REVISIONS 04.24.2017
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PERMIT SET 06.19.2017
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P.B. 71, PG 74

40' 20' 0 40' 80'

SCALE:  1" = 40'  

TREE PROTECTION PLAN

Know what's below.

SEE LP1.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND PLANT LIST.
SEE LP1.1 FOR TOWN OF CHAPEL HILL LANDSCAPE CALCULATIONS.
SEE CS1001 FOR SITE PLAN.
SEE LP3.1 FOR TOWN OF CHAPEL HILL DETAILS AND GENERAL AND LANDSCAPE NOTES.

EXISTING TREE TO REMAIN:
CRZ

EXISTING TREE TO BE REMOVED:

CHAPEL HILL STANDARD TREE PROTECTION NOTES:

1. A PRE-CONSTRUCTION CONFERENCE WILL BE HELD WITH THE TOWN'S URBAN
FORESTER PRIOR TO BEGINNING SITE WORK.

2. ANY TREE ROOTS EXPOSED BY CONSTRUCTION WILL BE SEVERED CLEANLY WITH
AN APPROPRIATE PRUNING TOOL.

4. THE TREE PROTECTION FENCING MUST NOT BE VIOLATED FOR THE ENTIRE
DURATION OF THE PROJECT WITHOUT APPROVAL FROM URBAN FORESTRY STAFF.

5. THE SOIL WITHIN THE CRITICAL ROOT ZONES OF EXISTING TREES WILL NOT BE
DRIVEN ON OR OTHERWISE DISTURBED DURING THE INSTALLATION OF
LANDSCAPING.

5. THERE WILL BE ZERO TOLERANCE FOR STORING OR PARKING VEHICLES,
SUPPLIES, OR EQUIPMENT UNDER PROTECTED TREES.

6. IMPACT PROTECTION DEVICES MUST BE REMOVED AFTER CONSTRUCTION.

7. A LANDSCAPE PROTECTION SUPERVISOR WHO IS REGISTERED WITH THE TOWN
OF CHAPEL HILL WILL BE PRESENT ON SITE AT ALL TIMES WHEN THE FOLLOWING
ACTIVITIES ARE TAKING PLACE: CLEARING, GRUBBING, EXCAVATION, GRADING,
TRENCHING, MOVING OF SOIL, INSTALLATION AND REMOVAL OF TREE
PROTECTION FENCING, AND THE DELIVERY TRANSPORTING AND PLACEMENT OF
CONSTRUCTION MATERIALS AND EQUIPMENT.

1TREE PROTECTION FENCE
SCALE: NTS

WARNING SIGN DETAIL

DO NOT ENTER

TREE PROTECTION AREA

TREE PROTECTION FENCE NOTES:

1. TO PROPERLY PROTECT AND ENSURE THE HEALTH OF EXISTING TREES TO REMAIN, PROTECTIVE
FENCING SHOULD BE INSTALLED TO PROTECT NO LESS THAN 75% OF A TREE'S CRITICAL ROOT ZONE.

2. WHEN ERECTING FENCING NEAR TREES THAT ARE NOT INDIVIDUALLY IDENTIFIED ON THE LANDSCAPE
PROTECTION PLAN, THE FENCING LOCATION SHOULD BE SHIFTED, WHERE POSSIBLE, OR A TREE
REMOVED IF ITS CRITICAL ROOT ZONE IS NOT ADEQUATELY PROTECTED.

3. TREE PROTECTION FENCING MUST BE INSTALLED A MINIMUM OF TEN FEET FROM THE TRUNK OF ANY
PROTECTED TREE OR DRIP LINE, WHICHEVER IS GREATER. FOR ANY TREE GREATER THAN TEN INCHES
DBH, THIS DISTANCE SHALL BE INCREASED ONE FOOT FOR EVERY ONE INCH IN DBH.

4. WARNING SIGNS TO BE MADE OF DURABLE, WEATHERPROOF MATERIAL. LETTERS TO BE 3" HIGH
MINIMUM, CLEARLY LEGIBLE AND SPACED AS SHOWN.

5. SIGNS SHALL BE PLACED AT 200' MAXIMUM INTERVALS. PLACE A SIGN AT EACH END OF LINEAR TREE
PROTECTION AND 200' ON CENTER THEREAFTER. FOR TREE PROTECTION AREAS LESS THAN 200' IN
PERIMETER, PROVIDE NO LESS THAN ONE SIGN PER PROTECTION AREA.

6. ATTACH SIGNS SECURELY TO FENCE POSTS AND FABRIC. MAINTAIN TREE PROTECTION FENCE
THROUGHOUT DURATION OF PROJECT.

7. A LANDSCAPE PROTECTION SUPERVISOR WHO IS REGISTERED WITH THE TOWN OF CHAPEL HILL WILL
BE PRESENT ON SITE AT ALL TIMES DURING THE  INSTALLATION AND REMOVAL OF TREE PROTECTION
FENCING.

4"
4"

4"

40"

3"
3"

PROVIDE WARNING
LANGUAGE IN BOTH
ENGLISH AND SPANISH,
AS SHOWN

 PARA ARBOLES - NO ENTRE 

ZONA DE PROTECCION 

4"
4"

4"
3"

3"

STEEL POST
FRONT VIEW

SIDE VIEW

2'-
0"

48
"

WOVEN WIRE FABRIC

VARIABLE AS DIRECTED BY THE ENGINEER
10' MAX.

GRADE

MIN. 12-1/2 GA.
INTERMEDIATE
WIRESMI

N.
 10

 G
A.

LIN
E 

W
IR

ES

ORANGE, UV RESISTANT
HIGH - TENSILE STRENGTH
POLY BARRICADE FABRIC (TYPICAL)

WARNING SIGN

ORANGE, UV RESISTANT
HIGH - TENSILE STRENGTH
POLY BARRICADE FABRIC
(TYPICAL)

WARNING SIGN

PLASTIC OR
WIRE TIES

18
"

MI
N.

 4'
 H

T

REVISIONS:
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SEE LP1.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND PLANT LIST.
SEE LP1.1 FOR TOWN OF CHAPEL HILL LANDSCAPE CALCULATIONS.
SEE CS1001 FOR SITE PLAN.
SEE LP2.1 FOR TREE PROTECTION PLAN.

GENERAL NOTES:

1. ALL CONSTRUCTION MUST BE PERFORMED WITH CURRENT TOWN OF CHAPEL HILL STANDARDS, SPECIFICATIONS AND DETAILS.

2. IF INFRASTRUCTURE PLAN FOR PUBLIC AND PRIVATE STREETS OR UTILITIES SHOWN ON THIS PLAN ARE REQUIRED, THEY MUST
BE APPROVED BY THE PUBLIC WORKS DEPARTMENT AND PUBLIC UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR
RECORDING OF ANY PLAT FOR THIS DEVELOPMENT.

3. ACCESS ROUTE FOR EMERGENCY VEHICLES SHALL PROVIDE AN INSIDE TURNING RADIUS OF 28' MINIMUM.

4. TRASH AND CARDBOARD DUMPSTER(S) ENCLOSURE SHALL MATCH MATERIAL AND/OR COLOR OF THE PRINCIPAL BUILDING.

5. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO ANY CONSTRUCTION ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD
LOCATION OF UNDERGROUND UTILITIES.

6. SLOPE IN HANDICAP PARKING AREAS NOT TO EXCEED 2 %  IN ALL DIRECTIONS AS PER ADA STANDARDS.

7. PROVIDE SIGNAGE AND STRIPPING OF HANDICAP SPACES AS PER ADA STANDARDS.

8. ALL RETAINING WALLS GREATER THAN 30" IN HEIGHT TO INCLUDE HANDRAIL.

9. ALL EXTERIOR LIGHTING WILL BE DESIGNED TO PREVENT OFF-SITE GLARE.

10. THE SITE SHALL BE STABILIZED AND SEEDED PRIOR TO THE ISSUANCE OF CERTIFICATE OF OCCUPANCY.

11. WHERE EXISTING OR PROPOSED VEGETATION FAILS TO FUNCTION ADEQUATELY AS REQUIRED, THE TOWN OF CHAPEL HILL
RESERVES THE RIGHT TO REQUIRE SUPPLEMENTAL PLANTINGS IN ADDITION TO THOSE SHOWN ON THE PLANTING PLAN BASED
ON ACTUAL FIELD CONDITIONS.

12. ALL TREE PROTECTION FENCING SHALL BE MAINTAINED UNTIL ALL SITE WORK IS COMPLETED.  THE FENCING SHALL BE
REMOVED PRIOR TO THE FINAL SITE INSPECTION FOR THE CERTIFICATE OF OCCUPANCY (CO).

TOWN OF CHAPEL HILL   N O T E S

1. THE TECHNICAL SPECIFICATIONS INCLUDED IN THESE DRAWINGS ENUMERATE THE PROJECT CONDITIONS, REQUIRED SUBMITTALS,
PROCEDURES AND PROTOCOLS, QUALITY CONTROL, MATERIALS AND PRODUCTS, METHODS FOR EXECUTION OF THE WORK,
MAINTENANCE, AND WARRANTIES ASSOCIATED WITH THE CONTRACT WORK.  PERFORMED WORK NOT MEETING THE REQUIRED
SPECIFICATIONS MAY BE FOUND TO BE UNACCEPTABLE AND WILL BE SUBSEQUENTLY REJECTED.  CONTRACTOR WILL BE
RESPONSIBLE FOR THE MEANS AND COSTS ASSOCIATED WITH ALL REPLACEMENT, REPAIR, OR ALTERATIONS NECESSARY TO
PERFORM THE WORK IN ACCORDANCE WITH THE SPECIFICATIONS.

2. CONTRACTOR SHOULD NOTE THE REQUIRED STANDARDS FOR NURSERY STOCK INCLUDED IN THE TECHNICAL SPECIFICATIONS.  IN
ADDITION, THE STANDARDS SHOULD BE REVIEWED BY THE CONTRACTOR'S SUPPLIERS TO ENSURE PLANT MATERIALS CONFORM
TO THE REQUIRED STANDARDS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES.  DISCREPANCIES IN PLANT QUANTITIES SHOULD BE
ADDRESSED TO THE LANDSCAPE ARCHITECT FOR CONFIRMATION OR CLARIFICATION.

4. NO PARKING SPACE MAY BE FARTHER THAN 75 FEET FROM THE TRUNK OF A TREE.

5. TREE PLANTING ZONES MUST BE INSTALLED USING STRUCTURAL SOILS, AS DESCRIBED IN THE DESIGN MANUAL.

6. ALL MECHANICAL EQUIPMENT, WASTE DISPOSAL FACILITIES, AND VEHICULAR USE AREA (DRIVES AND PARKING) SHALL BE
SCREENED FROM PUBLIC VIEW BY EVERGREEN SHRUBS, FENCE OF WALL. PLANTING SHALL ALLOW FOR A MINIMUM OF 5'
CLEARANCE AROUND THE STRUCTURE TO ALLOW FOR ACCESS. ADDITIONALLY, ANY SIDE OF THE STRUCTURE HAVING A DOOR OR
LOCK, THE PLANTING SHALL ALLOW FOR A 10' CLEARANCE. THE AMOUNT OF CLEARANCE SHALL ACCOUNT FOR THE SIZE OF PLANT
MATERIAL AT MATURITY.

7.  ALL SHRUBS INSTALLED AS VEHICULAR USE SCREENING WILL BE MAINTAINED AS A CONTINUOUS HEDGE AT A MINIMUM HEIGHT OF
36 INCHES.

8. ALL IRRIGATION SYSTEM PLANS ARE SUBMITTED THROUGH THE BUILDING PERMIT PROCESS AND ARE EVALUATED SEPARATELY
FROM AND IN ADDITION TO SITE PLAN AND BUILDING REVIEWS.

9. THE CONTRACTOR IS EXPECTED TO ACCURATELY LOCATE THE EDGES BETWEEN PLANTING BEDS AND TURF GRASS AREAS AS
WELL AS THE SPECIFIED PLANTINGS.  CONSULT THE TECHNICAL SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

10. SPECIFIC REQUIREMENTS FOR TURF GRASS SOD, COMPOST, AND OTHER SOIL AMENDMENTS INCLUDING REQUIRED SOIL TESTING
IS SHOWN IN THE TECHNICAL SPECIFICATIONS.

11. GRADE ALL LANDSCAPE AREAS TO ENSURE POSITIVE DRAINAGE.  THE LANDSCAPE ARCHITECT SHOULD BE NOTIFIED OF AREAS
WITH INADEQUATE DRAINAGE PRIOR TO INSTALLATION OF LANDSCAPING.

12. THIS PLAN DEPICTS PLANTINGS REQUIRED BY THE TOWN CHAPEL HILL.

13. LOCATION OF PLANT MATERIAL TO BE REVIEWED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

14. ALL CONSTRUCTION TO CONFORM TO THE STANDARDS AND SPECIFICATIONS OF THE TOWN OF CHAPEL HILL.

15. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM DEPTH OF 3" WITH FINE TEXTURED ORGANIC MULCH (NO PINE STRAW) .

16. ALL PLANTS TO BE COMPACT, UNIFORM AND WELL GROWN.

17. ALL CONFLICTS BETWEEN PROPOSED LANDSCAPE, UTILITIES AND STORMWATER WILL BE RESOLVED PRIOR TO APPLICATION FOR
BUILDING PERMITS.  UTILITY AND STORMWATER PLANS DEPICTED IN THIS SUBMITTAL ARE PRELIMINARY AND ARE SUBJECT TO
CHANGE WITH THE DEVELOPMENT OF CONSTRUCTION DOCUMENTS.

18. PLANTS IN ROWS OR GROUPINGS SHALL BE MATCHED WITH RESPECT TO SIZE AND FORM.

19. AT INSTALLATION AND CONTINUOUSLY DURING THE MAINTENANCE CONTRACT, ALL PROPOSED SHRUBS SHOWN AS SQUARE IN
FORM ON THE DRAWINGS SHOULD  BE PRUNED INTO BOX-SHAPED PLANTS.

20. PLANTS SPECIFIED FOR MASS PLANTINGS TO BE SPACED APART AS SPECIFIED AND PLACED IN TRIANGULATED PATTERNS UNLESS
OTHERWISE SHOWN.

21. DO NOT MAKE PLANT SUBSTITUTIONS.  FOLLOW SPECIFIED PROTOCOLS IN REQUESTING SUBSTITUTIONS.

22. ESTABLISH AND MAINTAIN TOP OF GRADE 2 INCHES BELOW ADJACENT CURBS, WALKWAYS, AND OTHER HARDSCAPE AREAS TO
ALLOW FOR INSTALLATION OF SOD OR MULCH.

23. ALL SAUCERS SHALL BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

24. ALL SITE LANDSCAPE AREAS ARE TO BE EITHER PLANTED, SODDED, SEEDED, OR MULCHED IN ACCORDANCE WITH THE
SPECIFICATIONS.  NO DENUDED ON-SITE AREAS ARE ACCEPTABLE.

25. TREE STAKING AND GUYING SHALL BE REMOVED AFTER ONE FULL GROWING SEASON. SEE TREE PROTECTION FENCE DETAIL AND
NOTES FOR ADDITIONAL INFORMATION.

26. ALL PLANTS AND TURF GRASS SOD SHALL BE WARRANTED DURING INSTALLATION AND THROUGHOUT THE REQUIRED
MAINTENANCE PERIOD UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE ARCHITECT.  SPECIFIC REQUIREMENTS TO BE AS INDICATED
IN THE TECHNICAL SPECIFICATIONS.

27. LANDSCAPE RESTRICTIONS WITHIN DUKE ENERGY EASEMENT:
27.1. NO TREES IN EXCESS OF 12' MATURE HEIGHT ARE PERMITTED IN EASEMENT WHERE OVERHEAD POWER LINES ARE

PRESENT. SEE PLAN FOR LOCATION OF THIS CONDITION. VEGETATION THAT IS NOT IN COMPLIANCE IS SUBJECT TO
REMOVAL WITHOUT NOTICE.

27.2. NO VEGETATION SHALL INTERFERE WITH THE ACCESS TO OR THE SAFE, RELIABLE  OPERATION AND MAINTENANCE OF DUKE
FACILITIES.

28. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE THE CURB
LINE ELEVATION SHALL BE LOCATED IN WHOLE OR PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE,
FENCE, WALL, SIGN, OR PARKED VEHICLE.  SHRUBS SHALL BE MAINTAINED AT 30" IN HEIGHT AND TREES SHALL BE LIMBED TO A
HEIGHT OF 8' AS THEY MATURE WHILE ENSURING THEIR NATURAL SHAPE IS KEPT.

1TREE INSTALLATION
SCALE: NTS3B&B SHRUB INSTALLATION

SCALE: NTS

LANDSCAPE MAINTENANCE STATEMENT:

THE OWNERS OF THE PROPERTY AND THEIR AGENTS, HEIRS, OR ASSIGNS SHALL BE RESPONSIBLE FOR
THE INSTALLATION, PRESERVATION AND MAINTENANCE OF ALL PLANTING AND PHYSICAL FEATURES
SHOWN ON THIS PLAN.  THE OWNERS SHALL BE RESPONSIBLE FOR ANNUAL MAINTENANCE OF THE
VEGETATION TO INCLUDE BUT NOT BE LIMITED TO:

a. FERTILIZATION (OPTIONAL):  FERTILIZE LAWNS TWICE PER YEAR (FEB. 15- MARCH 15 AND AGAIN SEPT.
1-OCT. 31) ACCORDING TO SOIL TEST.  FERTILIZE WARM SEASON GRASSES ONCE DURING GROWING
SEASON PER SOIL TEST.

b. PRUNING WITHIN LIMITS OF NEW PLANTING AREAS SHALL BE LIMITED TO THE REMOVAL OF DEAD
WOOD OR BRANCHES FOR TREES OR FOR SIGHT DISTANCES/ SAFETY REASONS.  THE ANSI A300
STANDARDS SHOULD BE FOLLOWED.  THE PRUNING OF SHRUBS SHALL BE LIMITED TO THAT WHICH IS
NECESSARY TO MAINTAIN THE NATURAL SHAPE OF THE PLANT EXCEPT FOR SHEARED HEDGES.

c. STREET TREES SHALL HAVE THEIR LIMBS PRUNED OVER SIDEWALKS TO APPROXIMATELY 7 FEET
ABOVE GRADE WHEN REASONABLY MATURE.

d. SIGHT TRIANGLES SHALL BE KEEP CLEAR AT ALL TIMES. NO OBSTRUCTION BETWEEN 2 FEET AND 7
FEET IN HEIGHT ABOVE THE CURB LINE ELEVATION SHALL BE LOCATED IN WHOLE OR PART.
OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE, FENCE, WALL, SIGN, OR
PARKED VEHICLE.

e. PEST CONTROL (OPTIONAL):  PRE-EMERGENT WEED CONTROL FOR LAWNS AND SHRUB BEDS MAY BE
APPLIED IN FEBRUARY.  CHEMICAL TREATMENT FOR INSECT INFESTATION AND DISEASE MAY BE
APPLIED AND SHALL BE SPECIFIC TO THE PROBLEM.

f. FINE TEXTURED ORGANIC MULCH SHALL BE MAINTAINED AT A DEPTH OF 2-3" IN PLANT BEDS.  MULCH
WILL BE REAPPLIED EVERY TWO YEARS MINIMUM.

g. SLOPE  STABILIZATION.  ALL  DISTURBED  AREAS  SHALL  BE  STABILIZED  FROM  SOIL
EROSION IMMEDIATELY UPON PLANTING AND SHALL BE PERMANENTLY MAINTAINED.
SLOPES GREATER THAN THREE TO ONE SHALL NOT BE STABILIZED WITH TURF GRASS AND
SHALL REQUIRE THE PLANTING OF GROUNDCOVER TO STABILIZE ANY DISTURBED SOIL.

h. THE OWNER IS RESPONSIBLE FOR MAINTAINING ALL REQUIRED PLANT MATERIAL IN GOOD
HEALTH FOR THE DURATION OF THE USE OF THE PROPERTY.  ANY DEAD, UNHEALTHY OR
MISSING PLANTS MUST BE REPLACED WITH LOCALLY   ADAPTED   VEGETATION,   WHICH
CONFORMS  TO   THE   INITIAL   PLANTING STANDARDS  OF  THIS  UDO   AND  THE  TOWN
OF  GARNER  PLANTING  MANUAL CONTAINED IN APPENDIX E.

i. CARE SHALL BE TAKEN TO PROTECT THE ROOT ZONES FROM EXCESSIVE DISTURBANCE FROM
EQUIPMENT, CONSTRUCTION AND RELATED MATERIALS, ETC.
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T R E E   P L A N T I N G   N O T E S

1. MATCH PLANTING PROCEDURE FOR EVERGREEN TREES.

2. DO NOT PRUNE TREE AT PLANTING EXCEPT FOR SPECIFIC
STRUCTURAL CORRECTIONS.

3. IF TREES ARE PLANTED CLOSE TOGETHER SUCH THAT THEY WILL
LIKELY SHARE ROOT SPACE, TILL IN SOIL AMENDMENTS TO A DEPTH
OF 4" TO 6" OVER THE ENTIRE BED AREA.

4. FOR CONTAINER-GROWN TREES, EXTRACT THE ROOTS OUT OF THE
OUTER LAYER OF POTTING SOIL, THEN CUT OR PULL APART ANY
ROOTS CIRCLING THE PERIMETER OF THE CONTAINER.

5. THOROUGHLY SOAK THE TREE ROOT BALL AND ADJACENT PREPARED
SOIL SEVERAL TIMES DURING THE FIRST MONTH AFTER PLANTING
AND REGULARLY THROUGHOUT THE MAINTENANCE PERIOD.

6. IF PLANTING HOLES ARE DUG WITH A LARGE AUGER, BREAK DOWN
THE SIDES WITH A SHOVEL TO ELIMINATE GLAZING AND CREATE THE
SLOPING SIDE PROFILE SHOWN ON THE DETAIL.

7. IN MEDIAN ISLANDS, SET PLANT MATERIAL AS CLOSE TO FINISHED
GRADE AS POSSIBLE..

8. SYNTHETIC BURLAP SHALL BE REM0VED ENTIRELY FROM ROOT BALL

9. KEEP MULCH AWAY FROM ROOT CROWN.

2X WIDTH OF ROOT BALL
SHALLOW SAUCER WITH

CUT BURLAP, ROPE, AND
WIRE BASKET AWAY FROM
TOP HALF OF ROOT BALL

MULCH - SEE SPECS

SET BALL ON UNDISTURBED
SOIL TO PREVENT SETTLING

GRADE

SET SAUCER AT MAX. 2"
& NO LOWER THAN LEVEL
WITH ADJACENT GRADE

PLACE BACKFILL IN
LAYERS - SEE SPECS

CRISP MACHINE OR
SPADE EDGING

4"-6" DEEPER THAN ROOT BALL
FOR IMPROVED DRAINAGE

6"
-8

"

3"

TWICE ROOT BALL DIAMETER

BREAK UP SUBSOIL WITH PICK
TAMPED PLANTING
SOIL MIXTURE

PLANTING SOIL MIXTURE
HAND-TAMPED IN LIFTS
SEE SPECS FOR COMPOSITION

GRADE

REMOVE BURLAP FROM
TOP 1/3 OF ROOT BALL

MACHINE OR SPADE
CUT PLANT BED EDGE

6" MIN.

S H R U B   P L A N T I N G   N O T E S

1. IF PLANTING HOLES ARE DUG WITH A
LARGE AUGER, BREAK DOWN THE SIDES
WITH A SHOVEL TO ELIMINATE GLAZING
AND CREATE THE  SLOPING SIDE
PROFILE SHOWN ON THE DETAIL.

2. SET SHRUB 2 INCHES HIGHER THAN
ABOVE ADJACENT GRADE.

3. SYNTHETIC BURLAP SHALL BE REM0VED
ENTIRELY FROM ROOT BALL.

4. PROVIDE 2 INCH DEEP SAUCER AROUND
SHRUB.

5. KEEP MULCH AWAY FROM ROOT
CROWN.

6. THOROUGHLY SOAK THE ROOT BALL
AND ADJACENT PREPARED SOIL
SEVERAL TIMES DURING THE FIRST
MONTH AFTER PLANTING AND
REGULARLY THROUGHOUT THE
MAINTENANCE PERIOD.

3" MULCH LAYER
SEE SPECS FOR TYPE

SEE PLAN
DIMENSION VARIES
ON CENTER (O.C.)

3" MULCH LAYER
SEE SPECS FOR TYPE

GRADE

MACHINE OR SPADE
CUT PLANT BED EDGE

PLANTING SOIL MIXTURE
HAND-TAMPED IN LIFTS
SEE SPECS FOR COMPOSITION

3" MIN.

M A S S   P L A N T I N G   N O T E S

1. PRUNE CROWDED, BROKEN, OR STRAY BRANCHES.
CUT FLUSH, LEAVING CAMBIUM EDGE CLEAN.

2. CROWN PLANTING BED A MIN. OF 3 INCHES ABOVE
ADJACENT GRADE EXCEPT IN COURTYARD
SITUATIONS WHERE BEDS SHALL BE SLOPED TO
NEAREST DRAIN BASIN.

3. KEEP MULCH AWAY FROM ROOT CROWN.

UNDISTURBED
SUBGRADE

2CONTAINER PLANT INSTALLATION
SCALE: NTS

KEEP MULCH AWAY
FROM ROOT CROWN

KEEP MULCH AWAY
FROM ROOT CROWN

KEEP MULCH AWAY
FROM ROOT CROWN

"TREE FROG PRO 40 HD" STAKING SYSTEM
INSTALL PER MANUFACTURER'S INSTRUCTIONS.

MATERIAL REQUIREMENTS:

SOIL MIX NOTES:
1. ALL TOPSOIL MIXES USED FOR FINISH GRADING AND PLANTER APPLICATIONS SHOULD BE THE SITE'S

ORIGINAL TOPSOIL AND SHOULD BE TESTED BY N.C. DEPARTMENT OF AGRICULTURE TO DETERMINE
THEIR SUITABILITY FOR LANDSCAPE USE.

2. ALL TOPSOIL MIXES SHOULD CONTAIN A MINIMUM 2%  ORGANIC MATTER; RANGE IN pH FROM 5.0 -
6.5; AND BE FREE OF HERBICIDE AND PESTICIDE RESIDUES  PRIOR TO THE ADDITION OF
AMENDMENTS.

3. ALL TOPSOIL MIXES SHOULD B E AMENDED AS RECOMMENDED BY SOIL TEST RESULTS, AND BE
LOOSE AND FRIABLE AT THE TIME OF PLANTING.

4. SOIL DUG FROM THE PLANTING PIT SHOULD BE USED FOR BACKFILLING IN ORDER TO AVOID
CREATING SOIL INTERFACES AT THE EDGE OF THE PLANTING PIT. THE BACKFILL MAY BE AMENDED
TO CONTAIN A MAXIMUM OF 10%  ADDED ORGANIC MATTER. THE BACKFILL SHOULD BE LOOSE AND
FRIABLE AT THE TIME OF PLANTING.

MULCH:
1. MULCH SHOULD CONSIST OF PINE BARK, LEAF MOLD OR WELL AGED WOOD CHIPS OR A

COMBINATION OF THESE THREE COMPONENTS. ON SLOPED SITES WHERE PINE BARK MY FLOAT,
WELL AGED WOOD CHIPS SHOULD BE USED.

SOIL PREPARATION:
1. EXISTING COMPACTED TOPSOILS THAT ARE TO RECEIVE PLANTS OR SEED AND SUBSOILS THAT ARE

TO BE OVERLAID WITH TOPSOIL SHOULD BE TILLED TO A MINIMUM DEPTH OF 6”.

2. ALL AREAS THAT ARE TO BE PLANTED WITH TURF, SHRUBS OR TREES SHOULD RECEIVE A MINIMUM
OF 6” OF TOPSOIL OVER FINISHED SUBGRADE.

3. WITHIN THE CRITICAL ROOT ZONES OF RARE AND SPECIMEN TREES, NO REMAINING SOIL SHOULD
BE DISTURBED AND, PROVIDED THAT NO CHANGE IN GRADE OCCURS AT THE TREE’S TRUNK, NO
MORE THAN 6” OF TOPSOIL SHOULD BE PLACED OVER THE CRITICAL ROOT ZONE.

PLANTING REQUIREMENTS:
1. TREES AND SHRUBS SHOULD BE PLANTED PRIOR TO MAY 15 AND AFTER SEPTEMBER 15. DELAYED

PLANTINGS OF REQUIRED BUFFERS AND/OR OTHER LANDSCAPING CAN BE ACCOMMODATED WITH
THE ACCEPTANCE OF A LETTER OF CREDIT SUBMITTED TO AND APPROVED BY THE TOWN PLANNING
DEPARTMENT.

2. DIGGING AND PLANTING OPERATIONS SHOULD BE PERFORMED ONLY WHEN THE SOIL
TEMPERATURE AT EACH PLANTING AREA AND OF ALL BACKFILL MATERIALS IS ABOVE 32 DEGREES F.

3. FOLLOWING A PERIOD OF PRECIPITATION, PLANTING OPERATIONS SHOULD RESUME ONLY WHEN
THE FULL DEPTH OF THE PLANTING PITS HAS SATISFACTORILY DRAINED.

4. SHADE AND WATER SHOULD BE PROVIDED TO ALL DELIVERED MATERIAL DURING DRY WEATHER
AND B&B MATERIALS SHOULD BE MULCHED IF THEY ARE TO REMAIN UNPLANTED FOR OVER 24
HOURS.

5. ALL PLANTING PITS SHOULD BE EXCAVATED TO A DEPTH EQUAL TO OR SLIGHTLY LESS THAN THE
HEIGHT OF THE PLANTING BALL. THE SIDES OF THE PLANTING PITS SHOULD BE LOOSENED AND
ROUGHENED TO FACILITATE THE MOVEMENT OF ROOTS INTO THE SURROUNDING SOIL

6. THE TOP OF THE PLANT ROOT BALL SHOULD BE SET SO THAT IT WILL BE LEVEL WITH THE FINISHED
GRADE AFTER SETTLEMENT. GENERALLY, LARGE PLANTS SHOULD BE INSTALLED FROM 3” – 4”
ABOVE GRADE TO ALLOW FOR SETTLEMENT. ALL PLANT MATERIAL GREATER THAN 3 FEET IN HEIGHT
SHOULD BE SET PLUMB REGARDLESS OF THE. SLOPE OF FINISHED GRADE. PLANTS SMALLER THAN
3 FEET IN HEIGHT MAY BE SET PERPENDICULAR TO FINISHED GRADE ON SLOPING SITES.

7. FOR CONTAINER GROWN PLANTS, CAREFULLY REMOVE THE CONTAINER AND CUT ANY
CONTAINER-BOUND CIRCLING ROOTS. FOR BALLED-AND-BURLAPPED PLANTS, CUT BURLAP AWAY
FROM THE TOP OF THE ROOT BALL FOR PLANTS IN WIRE BASKETS, SET PLANT IN PLANTING PIT;
THEN CUT AND REMOVE WIRE THAT WILL REMAIN EXPOSED AFTER BACKFILLING ALONG WITH THE
BURLAP FROM THE TOP OF THE ROOT BALL.

8. PLACE AND TAMP BACKFILL AROUND ROOT BALL IN 6-TO 8-INCH LAYERS UP TO THE LEVEL OF THE
FINISHED GRADE. AVOID BRUISING OR BREAKING ROOTS WHEN TAMPING THE SOIL. REMOVE ALL
PROTECTIVE WRAPPING FROM TRUNKS AND BRANCHES AND THOROUGHLY SETTLE PLANTINGS
WITH WATER. PLACE A MINIMUM OF 3 INCHES OF MULCH OVER PLANT BALL AND PIT AREA, TAKING
CARE TO KEEP MATERIAL A MINIMUM OF 2 INCHES FROM THE TRUNK OF TREE.

REVISIONS:

TREES LOCATED IN THE PUBLIC RIGHT OF WAY SHALL BE MAINTAINED BY THE
PROPERTY OWNER. OWNER SHALL PROVIDE 'LETTER OF RESPONSIBILITY' TO
TOWN OF CHAPEL HILL PRIOR TO FIRST CERTIFICATE OF OCCUPANCY.
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1RETAINING SPACE WALL - GREEN SCREEN
NTS 2SITE  FURNISHINGS

NTS

3PLANTER POTS
NTS 4BIKE REPAIR STATION

NTS
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2LIGHT BOLLARDS
NTS1USB BOLLARDS

NTS

412' ALUMINUM POST & LIGHTS
NTS

3FESTOON LIGHTS
NTS

POLE: STYLE A

MOUNTING HEIGHT: 12'

5PAVERS
NTS

BELGARD CONCRETE PAVERS

TEXTURE GUARD: SHOT BLAST

COLOR: TBD

BASKET WEAVE PAVING PATTERN
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3REFUSE FACILITY SCREENING
1/2" = 1'1PEDESTRIAN WALKWAY PERGOLA

1/2" = 1'

NOTES:

SHOP DRAWINGS TO BE PROVIDED FOR REVIEW BY ARCHITECT &
L.A. & ARCH. PRIOR TO FABRICATION.

ALL WOOD MEMBERS TO BE CEDAR

ALL FASTENERS TO BE GALVANIZED

ALL COMPONENTS TO BE PAINTED WITH EXTERIOR GRADE PAINT
AND/OR SOLID STAIN. PRODUCT AND COLOR TO BE APPROVED BY
ARCHITECT & L.A. ARCH. PRIOR TO INSTALL.

2TRANSFORMER SCREEING
1/2" = 1'
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2" CLR.

3000 PSI CONCRETE FOOTING
ASSUMED 2000 PSF
BEARING CAPACITY# 5 BARS

@ 32" O.C.

NO. 5 REBAR CONTINUOUS
(3 @ TOP, 2 @ BOTTOM)

18"

4" x 8" x 16"
SOLID CMU

BRICK STRETCHER

NO. 5 REBAR @ 32" O.C.

BRICK ROWLOCK

FILL VOID W/ GROUT

8" X 8" X 16" CMU
FILL W/ GROUT

GRADE

2'-0"

3" CLR.

2" CLR.

NOTE:

DAMP PROOFING TO BE APPLIED TO ALL
EXPOSED SIDES & TOP OF CMU BEFORE
INSTALLING VENEER.

NOTE:

1. ALL FENCE AND GATE FASTENERS TO BE ALUMINUM.

2. FENCE AND GATE FINISHES TO BE
ELECTROSTATICALLY APPLIED BAKE ON FLEXIBLE
ACRYLIC FINISH OR A 2-COAT POWDER FINISH.
COLOR: TO BE APPROVED BY LANDSCAPE ARCHITECT

3. FENCE & GATES SHALL COMPLY WITH ALL LOCAL,
STATE AND FEDERAL ACCESSIBILITY/ADA CODE
REQUIREMENTS

6"

CONCRETE FOOTING

CONCRETE PAVING

CONCRETE PAVING

VARIES SEE PLAN

CONCRETE
FOOTING

GRADE

RETAINING WALL 

 POST

 TOP RAIL

 TOP RAIL

POST
RETAINING WALL 

RETAINING WALL 

1 1/2" GALV. STEEL PIPE

1'-2"

1'-2" (TYP)

HE
IG

HT
 V

AR
IE

S

VARIES

BRICK ROWLOCK

VA
RI

ES

4"Ø  CORRUGATED
PERFORATED SOCK PIPE
DISCHARGE TO STORM
DRAINAGE SYSTEM

ELEVATION - SEE PLAN
TOP OF WALL (TW)

BRICK STRETCHER

FINISH GRADE

FINISH GRADE - VARIES

NOTE: SEE STRUCTURAL ENGINEER IN
CIVIL PLANS FOR WALL AND FOOTING
STRUCTURAL DESIGN

CORE DRILL & SET POST
W/ NON SHRINK GROUT

4" THK. CONCRETE

6 X 6 WWF
W 1.4 X W 1.4

VARIES - SEE PLANS

VARIES - SEE PLANS

3/4" X 2-1/8" X 0.065"
GALV. TUBE TOP RAIL

GALV. SQ. TUBE POST
1" X 1-1/2" 

COMPACTED SUBGRADE

4"

GRADE

3'-
0"

GRADE

SECTION

EXPANSION JOINT
SEE SPECIFICATIONS

DECORATIVE FENCE AND RAILINGS - SEE DETAILS
AND PLANS

3"

3"

VARIES

RETAINING WALL VARIES
SEE STRUCTURAL PLANS
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4BRICK STEPS & CHEEKWALL
SCALE: 3/4" = 1'-0"

5SITE FENCE
SCALE: 3/4" - 1'-0"

3SEAT WALL
SCALE: 1" = 1'-0"2CONCRETE PAVERS

SCALE: 1" = 1'-0"

1RETAINING WALL - BRICK VENEER
SCALE: 3/4" = 1'-0"

6ACCESSIBLE RAMP
SCALE: 3/4" = 1'-0"
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1/2" = 1'
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TRAFFIC CONTROL DEVICE

POST MOUNTED SIGN OR
OTHER TRAFFIC CONTROL

DEVICE
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TRAFFIC CONTROL DEVICE
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50' 25' 0 50' 100'

SCALE:  1" = 50'  

COA DESIGN ALTERNATIVE
SUMMARY PLAN
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PR
OP

OS
ED

 R
/W

EX
IS

TI
NG

 R
/W

STANDARD 30"
CURB & GUTTER - SEE
CIVIL PLANS

10' TRANSITION - SEE CIVIL PLANS

BUILDING 1

GRASSPAVE2

GRASSPAVE2

GRASSPAVE2

GRASSPAVE2

5' WIDE HEAVY DUTY CONCRETE
SIDEWALK IN FIRE ACCESS ROAD

5' WIDE CONCRETE
PEDESTRIAN CONNECTOR

CONCRETE PAVER (TYP.)

6' BENCH (TYP.)

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

METAL EDGING (TYP.)
LIMITS OF GRASSPAVE2

26' WIDE X 150' LONG

FIRE ACCESS ROAD

R = 100'

R = 28'-0"

R = 28'-0"

TRANSFORMERS
(PRELIMINARY LOCATION)

30" VALLEY GUTTER - SEE CIVIL PLANS

FO
RD

HA
M BO

UL
EV

AR
D

SE
RV

ICE
 RO

AD

PLANTER POT (TYP.)

CL

CL

5'

20' STORM DRAINAGE EASEMENT

5' BUILDING SETBACK

CONCRETE PAD

GR
AS

SP
AV

E2

DOG PARK - LARGE DOG

DOG PARK - SMALL DOG

LAWN

PEDESTRIAN LIGHT
BOLLARD (TYP.)

6' BENCH (TYP.)

PET WASTE STATION (TYP.)

WATER FOUNTAIN WITH
DOG FOUNTAIN (TYP.)

4' GATE (TYP.)

CL

PEDESTRIAN BUILDING
PASS-THROUGH

26
'

5' WIDE CONCRETE PEDESTRIAN
PASS-THROUGH CONNECTOR

5'

5'P
LA

NT
ING

 ST
RIP

10
'PU

BL
IC 

SID
EW

AL
K

20
' B

UILD
ING SETB

ACK

LAWN

6' BENCH  (TYP.)

PEDESTRIAN LIGHT POLE (TYP.)

CONCRETE PAVERS (TYP.)

PLANTER POT (TYP.)

ACCESSIBLE ROUTE

ACCESSIBLE ROUTE

KEY CARD ACCESS WITH
PUSH BUTTON EXITING

MANEUVERING CLEARANCE
 AREA  (TYP.)

NOTE: SEE CIVIL PLANS FOR SIDEWALK
CONTROL AND EXPANSION JOINT
SPECIFICATIONS AND DETAILS

D11-1

R5-3
R9-6

PROWUE

1'

1'

PROWUE

PROWUE

OUTDOOR AMENITY SPACE 2: 7,366 SF

RECREATION SPACE 1: 2,660 SF

1'

PROWUE

PROPOSED PEDESTRIAN CONNECTION
TO ADJACENT RETAIL (SUBJECT TO
APPROVAL BY RAMS PLAZA OWNERS) PROPOSED PEDESTRIAN CONNECTION

TO ADJACENT RETAIL (SUBJECT TO
APPROVAL BY RAMS PLAZA OWNERS)

LAWN
LAWN

LAWN

42" HEIGHT ALUMINUM FENCE (TYP.)
PROPERTY LINE

5' BUILDING SETBACK

5' WIDE CONCRETE
PEDESTRIAN CONNECTOR

RETAINING WALL (TYP.)

BUILDING 1

PRIVATE POOL
COURTYARD

5'
PEDESTRIAN LIGHT
BOLLARD  (TYP.)

5'

5'

LAWN

20' DRAINAGE EASEMENT

AREA OF RESCUE
ASSISTANCE

STAIRWELL

STAIRS WITH CHEEK
WALLS (TYP.)

RETAING WALL (TYP.)

5' BUILDING SETBACK

PEDESTRIAN
PASSAGEWAY

ACCESSIBLE ROUTE

ACCESSIBLE BUILDING
ENTRANCE

ACCESSIBLE
ROUTE

MANEUVERING
CLEARANCE
AREA (TYP.)

NOTE: SEE CIVIL PLANS FOR SIDEWALK
CONTROL AND EXPANSION JOINT
SPECIFICATIONS AND DETAILS

FUTURE STAIRS TO PROPOSED SIDEWALK

1'
1'

PROWUE

PROWUE

RECREATION SPACE 2: 9,329 SF
6'

1'

1'

PROWUE CONTINUES TO BUILDING
PASS-THROUGH CONNECTION TO
PROPOSED COLLECTOR STREET

PROWUE
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PERMIT SET 06.19.2017

FDP-5 08.11.2017
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

PEDESTRIAN GATEWAY 1 &
PEDESTRIAN CONNECTOR 1

LAYOUT PLAN

1PEDESTRIAN GATEWAY 1 AND PEDESTRIAN CONNNECTOR 1 - LAYOUT PLAN
SCALE:  1" = 10'

2PEDESTRIAN CONNECTOR 1 (CONT.) - LAYOUT PLAN
SCALE:  1" = 10'

1

2

SHEET KEY

MA
TC

HL
IN

E 
A

MA
TC

HL
IN

E 
A

MA
TC

HL
IN

E 
B

MATCHLINE  L

N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:



MA
TC

HL
IN

E 
A

PRIVATE DOG PARK

4 TG
3' O.C.

PRIVATE DOG PARK

4 CSS
4' O.C.

1 IAS

3 CSS
4' O.C.

4 CSS
4' O.C.

3 FMA
3' O.C.

5 ARC
3' O.C.

4 CSS
4' O.C.

5 ARC
3' O.C.

6 CSS
4' O.C.

3 HQ
4' O.C.

1 IAS

6 CSS
4' O.C.

9 IHG
3' O.C.

5 RUM
3' O.C.

1 WWR

1 ABA

1 LIN

3 RUM
3'-5" O.C.

9 RUM
3'-5" O.C.

1 IAS

6 LCR
3' O.C.

5 LCR
3' O.C.

3 LCR
3' O.C.

11 JHA
30" O.C.

7 LCR
3' O.C.

8 IHG
3' O.C.

1 ABA

1 TOS

7 IVB
3' O.C.

6 IVB
3' O.C.

15 PHM
30" O.C.

1 ABA

1 ABA

43 CFK
30" O.C.

3 TG
3' O.C.

5 JHA
30" O.C.

6 JHA
30" O.C.

20 SSP
30" O.C.

3 WWR
5' O.C.

18 VOR
3' O.C.

1 LIN

1 QS

1 QS

9 ARC
3' O.C.

11 JHA
30" O.C.

52 SHT
18" O.C.

120 SHT
18" O.C.

1 AGA

14 HQ
4' O.C.

52 CFK
30" O.C.

7 IPW
5' O.C.

20 HC
18" O.C.

54 HC
18" O.C.

16 HC
18" O.C.

9 HC
18" O.C.

17 HC
18" O.C.

5 RUM
3'-5" O.

1

7
3

MATCHLINE  K

22 HC
18" O.C.

37 HC
18" O.C.

10 HC
18" O.C.

9 IHG
3' O.C.

SEE LA5.18

4 FMA
4' O.C.

9 JHA
30" O.C.

1 ABA

7 JHA
30" O.C.
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N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND TOWN OF
CHAPEL HILL LANDSCAPE AND GENERAL NOTES.

2. SEE SHEET LA5.06 FOR PLANT LIST.
3. SEE SHEET LA5.15 FOR GENERAL LANDSCAPE NOTES.
4. SEE SHEET LA4.01 FOR LANDSCAPE TECHNICAL SPECIFICATIONS.
5. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS AND MATERIALS SPECIFICATIONS.

NAD 83 F & NAVD 88 F

10' 5' 0 10' 20'

SCALE:  1" = 10'  

PEDESTRIAN GATEWAY 1 &
PEDESTRIAN CONNECTOR 1

LANDSCAPE PLAN

2PEDESTRIAN GATEWAY 1 AND PEDESTRIAN CONNNECTOR 1 - LANDSCAPE  PLAN
SCALE:  1" = 10'

1PEDESTRIAN CONNECTOR 1 (CONT.) - LANDSCAPE PLAN
SCALE:  1" = 10'

1

2

SHEET KEY



R 
= 2

8'-
0"

TRASH COMPACTOR

PROPOSED R/W

PROPOSED R/W

BOUNDARY LINE

OLD BOUNDARY LINE

TRAVEL LANETRAVEL LANE

BICYCLE LANE

PROPERTY  LINE (TYP.)

42" HEIGHT ALUMINUM
FENCE (TYP.)

PROPOSED R/W

30" VALLEY GUTTER-
SEE CIVIL PLANS

10' TRANSITION

STANDARD 30"
CURB & GUTTER

GRASSPAVE2

R = 28'-0"

GRASSPAVE2

GRASSPAVE2

CONCRETE PAVER
SEATING TERRACE

METAL POLES WITH
FESTOON LIGHT STRINGS

5' WIDE CONCRETE
PEDESTRIAN CONNECTOR (TYP.)

BUILDING 1

26' WIDE X 150' LONG

FIRE ACCESS ROAD

10' BUILDING SETBACK

CONCRETE PAVERS (TYP.)

BRICK SEAT WALL (TYP.)

PEDESTRIAN
CROSSWALK

5' BUILDING SETBACK

PARKING LANE

5'

6'

BRICK SCREEN WALL (TYP.)

BOUNDARY LINE

PROPOSED COLLECTOR ST.TYPE A FRONTAGE

FIRE LANE ACCESS

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

5'

10' BUILDING SETBACK

AREA RESERVED FOR FUTURE RIGHT-OF-WAY
(+/- 2,604 SF, 91' WIDTH)

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

STANDARD 30"
CURB & GUTTER-
SEE CIVIL PLANS

CONCRETE SIDEWALK

5' BUILDING SETBACK

26'

GRASSPAVE2

GRASSPAVE2

10'

PUBLIC SIDEWALK

HEAVY DUTY CONCRETE PAVER
GAME TERRACE (TYP.)

METAL EDGING (TYP.)
LIMITS OF GRASSPAVE2

5' WIDE HEAVY DUTY CONCRETE
SIDEWALK IN FIRE ACCESS ROAD

BRICK SEAT WALL (TYP.)

CONCRETE PAVERS (TYP.)

SHADE TREE WITH
FESTOON LIGHS (TYP.)

6' BENCH (TYP.)

CONCRETE PAVERS (TYP.)

PLANTER POT (TYP.)

PEDESTRIAN PASSAGEWAY

PROPOSED STREET
LIGHT POST (TYP.)

PEDESTRIAN LIGHT
BOLLARD (TYP.)

ACCESSIBLE ROUTE

ACCESSIBLE ROUTE

ACCESSIBLE
ROUTE

ACCESSIBLE
ROUTE

5'

SHADE TREE WITH
FESTOON LIGHS (TYP.)

8'

PLANTING

STRIP

PROWUE

PROWUE

1'1'

PROWUE

ACCESSIBLE ROUTE

NOTE: SEE CIVIL PLANS FOR CONTROL AND EXPANSION
JOINT SPECIFICATIONS AND DETAILS

PROWUE

OUTDOOR AMENITY SPACE 3: 9,863 SF

1'

1'

RECREATION SPACE 2: 9,329 SF

RECREATION SPACE 3: 7,110 SF
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

PEDESTRIAN PLAZA
LAYOUT PLAN

1

SHEET KEY

MA
TC

HL
IN

E 
B

MATCHLINE C

MATCHLINE F

MATCHLINE G
N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:



MATCHLINE B

MATCHLINE  G

MA
TC

HL
IN

E 
C

4 CC
25' O.C.

SE
E 

LA
5.0

9

SEE LA5.15

SEE LA5.03

4 CC
25' O.C.

14 LCR
3' O.C.

5 VOR
3' O.C.

1 TOS

3 AP
15' O.C.

4 VOR
3' O.C.

4 VOR
3' O.C.

2 VOR
3' O.C.

13 SSP
30" O.C.

1 LIN

9 LCR
3' O.C.

1 LSS

3 RUM
3.5' O.C.

3 CJB

1 NSW

30 JHA
30" O.C.

1 JVI

12 RUM
3.5' O.C.

1 LIN

3 FMA
4' O.C.

1 JVI

4 FMA
4' O.C.

13 JHA
30" O.C.12 JHA

30" O.C.

24 SSP
30" O.C.

3 FMA
4' O.C.

6 RUM
3.5' O.C.

3 FMA
3' O.C.

16 VOR
3' O.C.

5 HQA
4' O.C.

4 IWR
5' O.C.

1 LIN

7 HQA
4' O.C.

3 IWR
5' O.C.

1 LIN

3 IWR
5' O.C.

1 MGLG

4 HQA
4' O.C.

4 MGLG
10.5' O.C.

3 JVI
5' O.C.

10 GJR
30" O.C.

10 ICBN
3' O.C.

9 IVB
30" O.C.

4 CFK
24" O.C.

28 HC
18" O.C.

21 HC
18" O.C.

12 HC
18" O.C.

31 HC
18" O.C.

21 SHT
18" O.C.

7 SHT
18" O.C.

27 SHT
18" O.C.

31 SHT
18" O.C.

63 SHT
18" O.C.

23 SHT
18" O.C.

1 LIN

17 EP
18" O.C.

1 CTT

1 CTT
1 CTT

1 NSW

3 ICBN
3' O.C.

Hi
lls

ton
e C

ha
pe

l H
ill

17
30

 F
or

dh
am

 B
lvd

To
wn

 of
 C

ha
pe

l H
ill,

 N
or

th 
Ca

ro
lin

a 2
75

14

Le
on

 C
ap

ita
l G

ro
up

16025 03.03.2016

DD MARKUP REVISIONS 04.24.2017

50% CD SET 05.17.2017

FDP APPLICATION - 4 06.15.2017

PERMIT SET 06.19.2017

FDP APPLICATION - 5 08.11.2017

. .

. .

. .

. .

. .

. .

CERT.   NO.
51208

R A L E I G H ,  N . C .

J. 
DA V IS  A RCHIT ECTS, PLLC

RE
GI

ST
ER

ED  ARCHITECTURAL   COMPANY

N O R T H     C A R O L INA

LA5.06

CONTENT:

CHECKED BY:

DRAWN BY:

PROJECT:

DATE

ISSUE:

REVISIONS:

YM/JH/CHK

PM

PEDESTRIAN PLAZA

LANDSCAPE PLAN

.

.

C
20

17
JD

AV
IS

  A
RC

HI
TE

CT
S 

 E
XP

RE
SS

LY
  R

ES
ER

VE
S 

 IT
S 

 C
OM

MO
N 

 L
AW

  C
OP

YR
IG

HT
  A

ND
 O

TH
ER

  P
RO

PE
RT

Y 
 R

IG
HT

S 
 IN

  T
HE

SE
  P

LA
NS

.  
TH

ES
E 

 P
LA

NS
  A

RE
  N

OT
  T

O 
 B

E 
 R

EP
RO

DU
CE

D,
  C

HA
NG

ED
  O

R 
 C

OP
IE

D 
 IN

  A
NY

  F
OR

M
  O

R 
 M

AN
NE

R 
 W

HA
TS

OE
VE

R,
  N

OR
  A

RE
  T

HE
Y 

 T
O 

 B
E 

 A
SS

IG
NE

D 
 T

O 
 A

NY
  T

HI
RD

  P
AR

TY
  W

IT
HO

UT
  F

IR
ST

  O
BT

AI
NI

NG
  T

HE
  E

XP
RE

SS
ED

  W
RI

TT
EN

  P
ER

MI
SS

IO
N 

 A
ND

  C
ON

SE
NT

  O
F 

 JD
AV

IS
  A

RC
HI

TE
CT

S,
  P

LL
C

NAD 83 F & NAVD 88 F

10' 5' 0 10' 20'

SCALE:  1" = 10'  

NAD 83 F & NAVD 88NANANANNAAAAA F

PEDESTRIAN PLAZA
LANDSCAPE PLAN

1

SHEET KEY

N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND TOWN OF CHAPEL
HILL LANDSCAPE AND GENERAL NOTES.

2. SEE PLANT LIST.THIS SHEET.
3. SEE SHEET LA4.01 FOR LANDSCAPE TECHNICAL SPECIFICATIONS.
4. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS, PLANT LIST AND MATERIALS SPECIFICATIONS.

G E N E R A L   L A N D S C A P E   N O T E S

1. THE TECHNICAL SPECIFICATIONS INCLUDED IN THESE DRAWINGS
ENUMERATE THE PROJECT CONDITIONS, REQUIRED SUBMITTALS,
PROCEDURES AND PROTOCOLS, QUALITY CONTROL, MATERIALS AND
PRODUCTS, METHODS FOR EXECUTION OF THE WORK, MAINTENANCE, AND
WARRANTIES ASSOCIATED WITH THE CONTRACT WORK.  PERFORMED WORK
NOT MEETING THE REQUIRED SPECIFICATIONS MAY BE FOUND TO BE
UNACCEPTABLE AND WILL BE SUBSEQUENTLY REJECTED.  CONTRACTOR
WILL BE RESPONSIBLE FOR THE MEANS AND COSTS ASSOCIATED WITH ALL
REPLACEMENT, REPAIR, OR ALTERATIONS NECESSARY TO PERFORM THE
WORK IN ACCORDANCE WITH THE SPECIFICATIONS.

2. CONTRACTOR SHOULD NOTE THE REQUIRED STANDARDS FOR NURSERY
STOCK INCLUDED IN THE TECHNICAL SPECIFICATIONS.  IN ADDITION, THE
STANDARDS SHOULD BE REVIEWED BY THE CONTRACTOR'S SUPPLIERS TO
ENSURE PLANT MATERIALS CONFORM TO THE REQUIRED STANDARDS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES.
DISCREPANCIES IN PLANT QUANTITIES SHOULD BE ADDRESSED TO THE
LANDSCAPE ARCHITECT FOR CONFIRMATION OR CLARIFICATION.

4. THE CONTRACTOR IS EXPECTED TO ACCURATELY LOCATE THE EDGES
BETWEEN PLANTING BEDS AND TURF GRASS AREAS AS WELL AS THE
SPECIFIED PLANTINGS.  CONSULT THE TECHNICAL SPECIFICATIONS FOR
ADDITIONAL REQUIREMENTS.

5. SPECIFIC REQUIREMENTS FOR TURF GRASS SOD, COMPOST, AND OTHER
SOIL AMENDMENTS INCLUDING REQUIRED SOIL TESTING IS SHOWN IN THE
TECHNICAL SPECIFICATIONS.

6. GRADE ALL LANDSCAPE AREAS TO ENSURE POSITIVE DRAINAGE TO NEAREST
STORM DRAINAGE STRUCTURE / DRAIN BASIN.  THE LANDSCAPE ARCHITECT
SHOULD BE NOTIFIED OF AREAS WITH INADEQUATE DRAINAGE PRIOR TO
INSTALLATION OF LANDSCAPING.

7. PLANTS IN ROWS OR GROUPINGS SHALL BE MATCHED WITH RESPECT TO
SIZE AND FORM.

8. AT INSTALLATION AND CONTINUOUSLY DURING THE MAINTENANCE
CONTRACT, ALL PROPOSED SHRUBS SHOWN AS SQUARE IN FORM ON THE
DRAWINGS SHOULD  BE PRUNED INTO BOX-SHAPED PLANTS.

9. PLANTS SPECIFIED FOR MASS PLANTINGS TO BE SPACED APART AS
SPECIFIED AND PLACED IN TRIANGULATED PATTERNS UNLESS OTHERWISE
SHOWN.

10. DO NOT MAKE PLANT SUBSTITUTIONS.  FOLLOW SPECIFIED PROTOCOLS IN
REQUESTING SUBSTITUTIONS.

11. ESTABLISH AND MAINTAIN TOP OF GRADE 2 INCHES BELOW ADJACENT
CURBS, WALKWAYS, AND OTHER HARDSCAPE AREAS TO ALLOW FOR
INSTALLATION OF SOD OR MULCH.

12. ALL SAUCERS SHALL BE SOAKED WITH WATER AND MULCHED IMMEDIATELY
FOLLOWING PLANTING.

13. ALL SITE LANDSCAPE AREAS ARE TO BE EITHER PLANTED, SODDED, SEEDED,
OR MULCHED IN ACCORDANCE WITH THE SPECIFICATIONS.  NO DENUDED
ON-SITE AREAS ARE ACCEPTABLE.

14. TREE STAKING AND GUYING SHALL BE REMOVED AFTER ONE FULL GROWING
SEASON.

15. ALL PLANTS AND TURF GRASS SOD SHALL BE WARRANTED DURING
INSTALLATION AND THROUGHOUT THE REQUIRED MAINTENANCE PERIOD
UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE ARCHITECT.  SPECIFIC
REQUIREMENTS TO BE AS INDICATED IN THE TECHNICAL SPECIFICATIONS.



5' BUILDING SETBACK

GARDEN COURTYARD

PR
OP
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ED

 R
/W

10
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UI
LD
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SE
TB

AC
K

TR
AS

H 
CO

MP
AC

TO
R

TREE ISLAND (TYP.)

5' BUILDING SETBACK

GARAGE ENTRANCE

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

CL

BUILDING 2

BUILDING 2

BRICK RECYCLING
ENCLOSURE

BRICK COMPACTOR
ENCLOSURE

SOD

SOD

42" HEIGHT ALUMINUM FENCE (TYP.)

6'

6' WIDE CONCRETE
PEDESTRIAN CONNECTOR

SHADE TREE WITH
FESTOON LIGHTS (TYP.)

PROPOSED STREET
LIGHT POST (TYP.)

6'

TREE ISLAND (TYP.)

STANDARD 30"
CURB & GUTTER - SEE
CIVIL PLANS

CONCRETE ENCLOSURE APRON

PEDESTRIAN CROSSWALK (TYP.)

TRANSFORMERS

PROPERTY LINE

ACCESSIBLE ROUTE

ACCESSIBLE ROUTE

ACCESSIBLE
ROUTE

ACCESSIBLE
BUILDING ENTRANCE

ACCESSIBLE ROUTE

MANEUVERING CLEARANCE AREA (TYPICAL)

MANEUVERING CLEARANCE AREA (TYP.)

GRILL COURTYARD
NOTE: SEE CIVIL PLANS FOR SIDEWALKS

CONTROL AND EXPANSION JOINT SPECIFICATIONS
AND DETAILS

NOTE: SEE CIVIL PLANS FOR SIDEWALKS
CONTROL AND EXPANSION JOINT SPECIFICATIONS
AND DETAILS

10'  BUIILDING SETBACK
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1'

Hi
lls

ton
e C

ha
pe

l H
ill

17
30

 F
or

dh
am

 B
lvd

.
To

wn
 of

 C
ha

pe
l H

ill,
 N

or
th 

Ca
ro

lin
a 2

75
14

Le
on

 C
ap

ita
l G

ro
up

16025 03.03.2016

FDP APPLIC 12.02.2016

CDC-1 01.24.2017

CDC-2 02.20.2017

CDC-3 / FDP-3 04.10.2017

50% CD SET/ FDP-4 04.24.2017

50%CD SET 05.17.2017

FDP-4 06.15.2017

PERMIT SET 06.19.2017

FDP-5 08.11.2017

. .

. .

CERT.   NO.
51208

R A L E I G H ,  N . C .

J. 
DA V IS  A RCHIT ECTS, PLLC

RE
GI

ST
ER

ED  ARCHITECTURAL   COMPANY

N O R T H     C A R O L INA

LA5.07

CONTENT:

CHECKED BY:

DRAWN BY:

PROJECT:

DATE

ISSUE:

P.B. 71, PG. 74

YGM/JMH

PRM

PEDESTRIAN CONNECTOR 2

LAYOUT PLAN

.

.

C
20

17
JD

AV
IS

  A
RC

HI
TE

CT
S 

 E
XP

RE
SS

LY
  R

ES
ER

VE
S 

 IT
S 

 C
OM

MO
N 

 L
AW

  C
OP

YR
IG

HT
  A

ND
 O

TH
ER

  P
RO

PE
RT

Y 
 R

IG
HT

S 
 IN

  T
HE

SE
  P

LA
NS

.  
TH

ES
E 

 P
LA

NS
  A

RE
  N

OT
  T

O 
 B

E 
 R

EP
RO

DU
CE

D,
  C

HA
NG

ED
  O

R 
 C

OP
IE

D 
 IN

  A
NY

  F
OR

M
  O

R 
 M

AN
NE

R 
 W

HA
TS

OE
VE

R,
  N

OR
  A

RE
  T

HE
Y 

 T
O 

 B
E 

 A
SS

IG
NE

D 
 T

O 
 A

NY
  T

HI
RD

  P
AR

TY
  W

IT
HO

UT
  F

IR
ST

  O
BT

AI
NI

NG
  T

HE
  E

XP
RE

SS
ED

  W
RI

TT
EN

  P
ER

MI
SS

IO
N 

 A
ND

  C
ON

SE
NT

  O
F 

 JD
AV

IS
  A

RC
HI

TE
CT

S,
  P

LL
C

10' 5' 0 10' 20'

SCALE:  1" = 10'  

PEDESTRIAN CONNECTOR 2
LAYOUT PLAN

1

SHEET KEY

MA
TC

HL
IN

E 
C

MATCHLINE D

MATCHLINE  F

N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:
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MATCHLINE C

MATCHLINE F

MATCHLINE D

SEE SHEET LA2.14 FOR
AMENITY PLANTING PLAN

SEE SHEET LA2.14 FOR
AMENITY PLANTING PLAN

SEE LA5.12

3 CC
25' O.C.

35 HC
18" O.C.

1 LIN

16 HC
18" O.C.

1 CJB

30 HC
18" O.C.

10 HC
18" O.C. 30 HC

18" O.C.

93 HC
18" O.C.

1 QS

1 QS

4 IVB-30
30" O.C.

1 QS

1 QS

1 PXS

3 TOS
10' O.C.

SOD  

SOD  

SOD  

SOD  

SOD  

SOD  

SOD  

SOD  

SOD  

27 HC
18" O.C.

12 HC
18" O.C.

7 IVB-30
30" O.C.

5 HQA
4' O.C.

1 LIN

10 RUM
3.5' O.C.

1 LIN

1 QS

8 IPW
5' O.C.

13 RUM
3.5' O.C.

3 MGLG
10' O.C.

1 QS

12 FMA
4' O.C.

1 CKH

1 LIN

3 CKH
10' O.C.

20 IHG
3' O.C.

1 NS

1 NS

48 HC
18" O.C.

18 HC
18" O.C.

13 JHA
30" O.C.

12 ICBN
3' O.C.

SEE LA5.06

SEE LA5.12

1 CC

2 IVB
30" O.C.

9 IVB
30" O.C.

11 IVB
30" O.C.

41 CHF
30" O.C.

17 LCR
3' O.C.

13 HC
18" O.C.

165 HC
18" O.C.

21 IPW
5' O.C.

4 HQA
4' O.C.
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NAD 83 F & NAVD 88 F

10' 5' 0 10' 20'

SCALE:  1" = 10'  

PEDESTRIAN CONNNECTOR 2
LANDSCAPE PLAN

1

SHEET KEY

N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND TOWN OF
CHAPEL HILL LANDSCAPE AND GENERAL NOTES.

2. SEE SHEET LA5.06 FOR PLANT LIST.
3. SEE SHEET LA5.15 FOR GENERAL LANDSCAPE NOTES.
4. SEE SHEET LA4.01 FOR LANDSCAPE TECHNICAL SPECIFICATIONS.
5. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS AND MATERIALS SPECIFICATIONS.



BUILDING 2

PROPOSED R/W

STEPS & CHEEK WALL (TYP.)

PEDESTRIAN GATEWAY 2
(GRAPE) ARBOR
WITH FESTOON LIGHTS(TYP.)

RETAINING WALL (TYP.)

42" HEIGHT ALUMINUM FENCE (TYP.)

BOUNDARY LINE

RETAINING WALL (TYP.)

PEDESTRIAN
CROSSWALK

PROWUE

5' BUILDING SETBACK

STEPS & CHEEK WALL (TYP.)

5' PRIVATE SIDEWALK

STAIR WELL

ELEVATOR

STANDARD 30"
CURB & GUTTER -
SEE CIVIL PLANS

PROPOSED R/W

5' BUILDING SETBACK

10'
PUBLIC SIDEWALK

5'

5'

RAMP

GREENSCREEN WITH VINE
PLANTINGS (TYP.) - 4 PANELS

EXISTING R/W

LANDING (TYP.)

FREESTANDING WALL (TYP.)

BIKE RACK (TYP.)
2 BIKES PER RACK
3 RACKS / 6 SPACES

FREE STANDING WALL (TYP.)

PROWUE

10' AT BUILDING FACADE

20' BUILDING SETBACK
CONCRETE PAVERS (TYP.)

 ARBOR SETBACK

5' WIDE CONCRETE
PEDESTRIAN CONNECTOR

PROPOSED STREET
LIGHT POST (TYP.)

VARIABLE WIDTH TREE ZONE
TO BE NO LESS THAN 8' IN WIDTH

ACCESSIBLE ROUTE

ACCESSIBLE BUILDING ENTRANCE

ACCESSIBLE ROUTE

MANEUVERING CLEARANCE AREA (TYP.)

NOTE: SEE CIVIL PLANS FOR SIDEWALK
CONTROL AND EXPANSION JOINT SPECIFICATIONS
AND DETAILS

10' PROWUE / R/W SETBACK LINE AT BUILDING FACADE. (TYP)

8'
PLANTING

STRIP

10' PUBLIC SIDEWALK

8'
10'

1'
4'

RAMP

10'

17'

5'

10'

PROWUE

1' 1'

10'

PROWUE

PROPOSED STREET LIGHT POST (TYP.)

TRAVEL LANE

TRAVEL LANE
BICYCLE LANE

BUILDING 2

5' PRIVATE SIDEWALK

STAIR WELL

PROPOSED R/W

PRIVATE AMENITY
SPACE

10' BUILDING SETBACK

10'PUBLIC SIDEWALK

STANDARD 30" CURB AND GUTTER

RETAINING WALL (TYP.)
GREENSCREEN WITH
VINE PLANTING (TYP.)
4 PANELS

RETAINING WALL

FENCE & GATE

PROWUE

BIKE RACK (TYP.)
3 RACKS / 6 SPACES

CONCRETE
PAVERS (TYP.)

STEPS WITH CHEEK WALLS (TYP.)
PLANTER POT (TYP.)

CONCRETE PAVERS (TYP.)

6' BENCH (TYP.)

PROPOSED STREET LIGHT POST (TYP.)

FREESTANDING
WALL (TYP.)

PROPOSED R/W

ACCESSIBLE BUILDING
ENTRANCE

ACCESSIBLE ROUTE

MANEUVERING
CLEARANCE
AREA (TYP.)

NOTE: SEE CIVIL PLANS FOR SIDEWALK CONTROL
AND EXPANSION JOINT SPECIFICATIONS
 AND DETAIL

10' PROWUE / R/W SETBACK
LINE AT BUILDING FACADE
(TYP.)
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

LEGION ROAD  &
COLLECTOR STREET  EAST

LAYOUT PLAN

1

SHEET KEY

2

1PEDESTRIAN GATEWAY 2 AND LEGION ROAD - LAYOUT PLAN
SCALE:  1" = 10'

2COLLECTOR STREET EAST - LAYOUT PLAN
SCALE:  1" = 10'

MATCHLINE D

MATCHLINE E
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MATCHLINE F

YGM/JMH

PRM

LEGION ROAD &

COLLECTOR STREET EAST

LAYOUT PLAN

.

DESIGN ALTERNATIVE 1 / GROUND FLOOR ELEVATION
(SEC. 3.11.2.4.C)

REQUIRED:
 GROUND FLOOR BETWEEN 2' & 4' ABOUT

BACK-OF-CURB

DESIGN ALTERNATIVE:
 PROVIDE RETAINING WALLS, GREEN SCREENS,

STOOPS, BALCONIES, LANDINGS, STAIRS, RAMPS,
AND SECONDARY PRIVATE SIDEWALKS

N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:



TABLE W/ UMBRELLA
& CHAIRS, TYP.

GATE

LANDSCAPE
BED

LANDSCAPE
BED

LANDSCAPE
BED

BRICK SEAT WALL

SEATING GROUP W/ SIDE TABLE

4' HT ALUMINUM FENCE
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GMP SET 08.16.2017
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LEGION ROAD &

COLLECTOR STREET EAST

GRADING & DRAINAGE PLAN

.
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P.B. 71, PG. 74

10' 5' 0 10' 20'

SCALE:  1" = 10'  

1

SHEET KEY

2

1PEDESTRIAN GATEWAY 2 AND LEGION ROAD - GRADING & DRAINAGE PLAN
SCALE:  1" = 10'

2COLLECTOR STREET EAST - GRADING & DRAINAGE PLAN
SCALE:  1" = 10'

MATCHLINE D

MATCHLINE E

MA
TC

HL
IN

E 
E

MATCHLINE F

LEGION ROAD  &
COLLECTOR STREET EAST

GRADING & DRAINAGE PLAN



MATCHLINE E

MATCHLINE D

5 IVB
30" O.C.

1 JVI

5 ICC
3' O.C.6 ICBN

3' O.C.

1 JVI

2 LSS
14' O.C.

4 HQA
4' O.C.

1 CJB

17 HC
18" O.C.

10 IVB
30" O.C.

14 HC
18" O.C.

10 LCR
3' O.C.

17 HC
18" O.C.

1 TOS

7 IVB
30" O.C.

1 TOS

1 TOS

1 TOS

1 GSR
1 GSR1 GSR

1 GSR

4 TOS
3.5' O.C.

4 RUM
3.5' O.C.

1 TOS1 TOS
1 TOS 3 LCR

3' O.C.

52 HC
18" O.C.

SOD  

SOD  

SOD  

SOD  

SOD  SOD  

2 CC
25' O.C.

SEE LA5.09

5 LCR
3' O.C.

3 ICBN
3' O.C.

4 LCR
3' O.C.

3 RUM
3.5' O.C.

4 TOS
3.5' O.C.

4 RUM
3.5' O.C.

7 RUM
3.5' O.C.

5 LCR
3' O.C.

1 TOS
4 CHF
30" O.C.

4 IVB
30" O.C.

4 IVB
30" O.C.

4 IVB
30" O.C.

4 IVB
30" O.C.

6 IVB
30" O.C.

6 CHF
30" O.C.

3 IVB
30" O.C.

3 IVB
30" O.C.

3 IVB
30" O.C.

3 IVB
30" O.C.

7 CHF
30" O.C.

13 HC
18" O.C.

1 CJB

6 LCR
3' O.C.2 LCR

3' O.C.

1 TOS

3 IVB
30" O.C.

6 RUM
3.5' O.C.

13 HC
18" O.C.

3 RUM
3.5' O.C.

13 HC
18" O.C.

4 HC
18" O.C.

2 NS
42' O.C.

4 NS
32' O.C.

42 CHF
30" O.C.

1 GSR

1 GSR

MA
TC

HL
IN

E 
E

MATCHLINE F

SEE SHEET LA2.14 FOR
AMENITY PLANTING PLAN

SEE LA5.09

1 CJB

4 IVB
30" O.C.

30 HC
18" O.C.

7 LCR
3' O.C.

8 ICC
3' O.C.

1 LSS 4 IVB
30" O.C.

7 LCR
3' O.C. 3 LCR

3' O.C.

1 CJB 1 CJB

13 HC
18" O.C.

1 LSS 26 HC
18" O.C.

15 HC
18" O.C.

1 LSS

3 LCR
3' O.C.

8 LCR
3' O.C.

1 JVI

6 ICC
3' O.C.

3 CC
25' O.C.

2 CC
25' O.C.

3 TOD
3' O.C.

3 TOD
3' O.C.

4 TOD
3' O.C.

3 TOD
3' O.C.

3 TOD
3' O.C.

11 HC
18" O.C.

13 HC
18" O.C.

13 HC
18" O.C.

13 HC
18" O.C.

12 HC
18" O.C.

17 HC
18" O.C.

1 HAP
1 HAP1 HAP1 HAP

  SOD   SOD   SOD
  SOD

  SOD

1 HQA
1 ICC

1 CJB

4 IVB
30" O.C.

3 IVB
30" O.C.

3 IVB
30" O.C.

5 IVB
30" O.C.

11 IVB
30" O.C.
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LEGION ROAD &

COLLECTOR STREET EAST

LANDSCAPE PLAN
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NAD 83 F & NAVD 88 F

10' 5' 0 10' 20'

SCALE:  1" = 10'  

1

SHEET KEY

2

1PEDESTRIAN GATEWAY 2 AND LEGION ROAD - LANDSCAPE PLAN
SCALE:  1" = 10'

2COLLECTOR STREET EAST - LANDSCAPE PLAN
SCALE:  1" = 10'

LEGION ROAD  &
COLLECTOR STREET EAST

LANDSCAPE PLAN

N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND TOWN OF
CHAPEL HILL LANDSCAPE AND GENERAL NOTES.

2. SEE SHEET LA5.06 FOR PLANT LIST.
3. SEE SHEET LA5.15 FOR GENERAL LANDSCAPE NOTES.
4. SEE SHEET LA4.01 FOR LANDSCAPE TECHNICAL SPECIFICATIONS.
5. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS AND MATERIALS SPECIFICATIONS.



PARALLEL PARKING

STAIR WELL

BUILDING 1

TERRACE

10' PUBLIC SIDEWALK

8' PLANTING STRIP

LEASING OFFICE

RAMP

PEDESTRIAN BUILDING
PASS-THROUGH

STEPS & CHEEK WALLS (TYP.)

VARIABLE WIDTH PUBLIC
ACCESS EASEMENT (TYP.)

10' TRANSITION
30" VALLEY GUTTER

PARKING DECK ENTRANCE

PROWUE

PEDESTRIAN CROSSWALK

BIKE RACK (TYP.)
2 RACKS / 4 SPACES

BIKE REPAIR STATION

FREESTANDING WALL (TYP.)
BIKE RACK (TYP.)
2 RACKS / 4 BIKES

PROPOSED STREET
LIGHT POST (TYP.)

PROPOSED R/W
ACCESSIBLE BUILDING
ENTRANCE

ACCESSIBLE BUILDING
ENTRANCE

SEE CIVIL PLANS FOR SIDEWALK CONTROL
AND EXPANSION JOINT SPECIFICATION S
AND DETAILS

10' PROWUE / R/W SETBACK LINE AT
BUILDING FACADE

1'1'

RECREATION SPACE 3: 7,110 SF

RECREATION SPACE 3: 7,110 SF

MOVE IN
ROOM

LOADING SPACE

BIKE RACK (TYP.)
2 RACKS / 4 BIKES

BUILDING 1

PR
OP

OS
ED

 R
/W

EX
IS

TI
NG

 R
/W

PEDESTRIAN CROSSWALK

PROWUE LANDING (TYP.)
PARKING DECK ENTRANCE

PEDESTRIAN
CROSSWALK

6' BENCH (TYP.)

CONCRETE PAVERS (TYP)

FIRE PUMP
ROOM

PLANTER POT (TYP.)TRASH
ROOM

PROPOSED R/W

STANDARD 30"
CURB & GUTTER

CURB RAMP
CURB RAMP

STREET TREE (TYP.)

PROPOSED STREET LIGHT POST (TYP.)

ACCESSIBLE BIULDING
ENTRANCE (TYP.)

NOTE: SEE CIVIL PLANS FOR CONTROL AND
EXPANSION JOINT SPECIFICATIONS AND DETAILS

R5-6

R1-1

D11-1
M4-6

SE
RV

IC
E 

RO
AD

R5-3
R9-6

10' PROWUE / R/W SETBACK
LINE AT BUILDING FACADE

MANEUVERING CLEARANCE
AREA (TYP.)
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

COLLECTOR STREET WEST
LAYOUT PLAN

1COLLECTOR STREET WEST  - LAYOUT PLAN
SCALE:  1" = 10'

2COLLECTOR STREET  WEST (CONT.) - LAYOUT PLAN
SCALE:  1" = 10'

1

SHEET KEY

2
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MATCHLINE  J

DESIGN ALTERNATIVE 1 / GROUND FLOOR ELEVATION
(SEC. 3.11.2.4.C)

REQUIRED:
GROUND FLOOR BETWEEN 2' & 4' ABOUT BACK-OF-CURB

DESIGN ALTERNATIVE:
PROVIDE RETAINING WALLS, GREEN SCREENS, STOOPS, BALCONIES, LANDINGS, STAIRS,
RAMPS, AND SECONDARY PRIVATE SIDEWALKS

DESIGN ALTERNATIVE 2 / TREE PLANTING ZONE / CANOPY TREES
(SEC. 3.11.2.4.3.E)

REQUIRED:
STREETSCAPE TREE PLANTING ZONE: 8' WIDE, LOCATED BETWEEN BACK-OF-CURB &
SIDEWALK

DESIGN ALTERNATIVE:
PROVIDE 9' TO >12' AVERAGE WIDTH TREE PLANTING ZONE ON THE SITE SIDE OF THE
SIDEWALK

INSTALL ORNAMENTAL TREES IN CLOSE PROXIMITY TO BUILDING AND OVERHEAD POWER
LINES

DESIGN ALTERNATIVE 3 / BUILD-TO-ZONE (BTZ) SERVICE ROAD
(SEC. 3.11.2.4.C)

REQUIRED:
60% OF BUILDING FACADE REQUIRED TO BE 0' TO 20' WITH THE BTZ

DESIGN ALTERNATIVE:
PROVIDE PEDESTRIAN CONNECTOR GATEWAY AS PUBLIC OUTDOOR AMENITY AND PROVIDE
AREA RESERVED FOR FUTURE R/W DEDICATION (CREATING A SHORTER BLOCK)

DESIGN ALTERNATIVE 4 / BLOCK LENGTH
(SEC. 3.11.2.4.C)

REQUIRED:
MAXIMUM BLOCK LENGTH IS 450'

DESIGN ALTERNATIVE:
RESERVE 3,646 SF OF LAND FOR PUBLIC ROW TO CREATE TWO BLOCKS, PROVIDE PUBLIC
PEDESTRIAN AMENITIES

N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:



1 CJB

1 LSS

1 HQA

3 RUM
3.5' O.C.

13 HC
18" O.C.

4 LCR
3' O.C.

1 TOS

2 LCR
3' O.C.

1 NS

1 TOS

3 IVB-30
30" O.C.

1 TOS

3 IVB-30
30" O.C.

1 TOS

3 IVB-30
30" O.C.

1 TOS

1 TOS1 TOS1 TOS1 TOS1 TOS

3 IVB-30
30" O.C.

3 IVB-30
30" O.C.

1 TOS

3 LCR
3' O.C.

15 HC
18" O.C.

20 HC
18" O.C.

1 LSS

3 CJB

3 RUM
3.5' O.C.

3 RUM
3.5' O.C.

SOD  

SOD  SOD  SOD  SOD  

SOD  

3 NS
25' O.C.

3 LCR
3' O.C.

8 HC
18" O.C.

16 HC
18" O.C.

20 HC
18" O.C.

8 HC
18" O.C.

4 HC
18" O.C.

4 RUM
3.5' O.C.

1 LSS

4 LCR
3' O.C.

1 NS

2 NS

4 HC
18" O.C.

PLANTER POT (TYP)
SEE: SPEC SHEET LA1.01
         PLANT SELECTION  LA2.14
         PLANTING DETAIL LA4.02

6 LCR
3' O.C.

MATCHLINE  I

NS

4 HQA
4' O.C.

7 RUM
3.5' O.C.

3 LSS
24' O.C.
3 GJR
30" O.C.

11 HC
18" O.C.

18 GJR
30" O.C.

SEE
LA5.18

54 HC
18" O.C.

9 HC
18" O.C.
3 IVB-30
30" O.C.

1 FMA
3' O.C.

4 IVB-30
30" O.C.

1 LSS

19 HC
18" O.C.

4 IVB-30
30" O.C.

1 LSS

6 IVB-30
30" O.C.

1 CJB

2 NS
21' O.C.

2 NS
21' O.C.

SOD
SOD

SOD

SOD

SOD  SOD  

SOD  SOD  

1 JVI
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

COLLECTOR STREET WEST
LANDSCAPE PLAN

N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND TOWN OF
CHAPEL HILL LANDSCAPE AND GENERAL NOTES.

2. SEE SHEET LA5.06 FOR PLANT LIST.
3. SEE SHEET LA4.01 FOR TECHNICAL SPECIFICATIONS.
4. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS AND MATERIALS SPECIFICATIONS

1

SHEET KEY

2

1COLLECTOR STREET WEST  - LANDSCAPE PLAN
SCALE:  1" = 10'

2COLLECTOR STREET  WEST (CONT.) - LANDSCAPE PLAN
SCALE:  1" = 10'

G E N E R A L   L A N D S C A P E   N O T E S

1. THE TECHNICAL SPECIFICATIONS INCLUDED IN THESE DRAWINGS ENUMERATE THE PROJECT
CONDITIONS, REQUIRED SUBMITTALS, PROCEDURES AND PROTOCOLS, QUALITY CONTROL,
MATERIALS AND PRODUCTS, METHODS FOR EXECUTION OF THE WORK, MAINTENANCE, AND
WARRANTIES ASSOCIATED WITH THE CONTRACT WORK.  PERFORMED WORK NOT MEETING THE
REQUIRED SPECIFICATIONS MAY BE FOUND TO BE UNACCEPTABLE AND WILL BE SUBSEQUENTLY
REJECTED.  CONTRACTOR WILL BE RESPONSIBLE FOR THE MEANS AND COSTS ASSOCIATED WITH
ALL REPLACEMENT, REPAIR, OR ALTERATIONS NECESSARY TO PERFORM THE WORK IN
ACCORDANCE WITH THE SPECIFICATIONS.

2. CONTRACTOR SHOULD NOTE THE REQUIRED STANDARDS FOR NURSERY STOCK INCLUDED IN THE
TECHNICAL SPECIFICATIONS.  IN ADDITION, THE STANDARDS SHOULD BE REVIEWED BY THE
CONTRACTOR'S SUPPLIERS TO ENSURE PLANT MATERIALS CONFORM TO THE REQUIRED
STANDARDS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES.  DISCREPANCIES IN PLANT
QUANTITIES SHOULD BE ADDRESSED TO THE LANDSCAPE ARCHITECT FOR CONFIRMATION OR
CLARIFICATION.

4. THE CONTRACTOR IS EXPECTED TO ACCURATELY LOCATE THE EDGES BETWEEN PLANTING BEDS
AND TURF GRASS AREAS AS WELL AS THE SPECIFIED PLANTINGS.  CONSULT THE TECHNICAL
SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

5. SPECIFIC REQUIREMENTS FOR TURF GRASS SOD, COMPOST, AND OTHER SOIL AMENDMENTS
INCLUDING REQUIRED SOIL TESTING IS SHOWN IN THE TECHNICAL SPECIFICATIONS.

6. GRADE ALL LANDSCAPE AREAS TO ENSURE POSITIVE DRAINAGE TO NEAREST STORM DRAINAGE
STRUCTURE / DRAIN BASIN.  THE LANDSCAPE ARCHITECT SHOULD BE NOTIFIED OF AREAS WITH
INADEQUATE DRAINAGE PRIOR TO INSTALLATION OF LANDSCAPING.

7. PLANTS IN ROWS OR GROUPINGS SHALL BE MATCHED WITH RESPECT TO SIZE AND FORM.

8. AT INSTALLATION AND CONTINUOUSLY DURING THE MAINTENANCE CONTRACT, ALL PROPOSED
SHRUBS SHOWN AS SQUARE IN FORM ON THE DRAWINGS SHOULD  BE PRUNED INTO BOX-SHAPED
PLANTS.

9. PLANTS SPECIFIED FOR MASS PLANTINGS TO BE SPACED APART AS SPECIFIED AND PLACED IN
TRIANGULATED PATTERNS UNLESS OTHERWISE SHOWN.

10. DO NOT MAKE PLANT SUBSTITUTIONS.  FOLLOW SPECIFIED PROTOCOLS IN REQUESTING
SUBSTITUTIONS.

11. ESTABLISH AND MAINTAIN TOP OF GRADE 2 INCHES BELOW ADJACENT CURBS, WALKWAYS, AND
OTHER HARDSCAPE AREAS TO ALLOW FOR INSTALLATION OF SOD OR MULCH.

12. ALL SAUCERS SHALL BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

13. ALL SITE LANDSCAPE AREAS ARE TO BE EITHER PLANTED, SODDED, SEEDED, OR MULCHED IN
ACCORDANCE WITH THE SPECIFICATIONS.  NO DENUDED ON-SITE AREAS ARE ACCEPTABLE.

14. TREE STAKING AND GUYING SHALL BE REMOVED AFTER ONE FULL GROWING SEASON.

15. ALL PLANTS AND TURF GRASS SOD SHALL BE WARRANTED DURING INSTALLATION AND
THROUGHOUT THE REQUIRED MAINTENANCE PERIOD UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE
ARCHITECT.  SPECIFIC REQUIREMENTS TO BE AS INDICATED IN THE TECHNICAL SPECIFICATIONS.



PROPOSED R/W
EXISTING R/W

PROWUE

EXISTING R/W

STEPS & CHEEK WALL (TYP.)

STANDARD 30" CURB & GUTTER - SEE CIVIL PLANS

STAIR WELL

BUILDING 1

PROWUE

PRIVATE SIDEWALK

LANDING (TYP.) LANDING (TYP.)6' BENCH (TYP.)

PLANTER POT (TYP.)

BIKE RACK (TYP.)
1 RACK / 2 SPACESCONCRETE PAVERS (TYP.)

20' BUILDING SETBACK

STEPS WITH CHEEK
WALL (TYP.)

RETAINING WALL (TYP.) 10' PUBLIC SIDEWALK

ACCESSIBLE BUILDING ACCESS ACCESSIBLE BUILDING ACCESS

NOTE: SEE CIVIL PLANS FOR SIDEWALK CONTROL AND
EXPANSION JOINT SPECIFICATIONS AND DETAILS

R5-6

R1-1

R5-3
R9-6 D11 -1

M4 -14

R14 -6

OM3-R
D11 -1
M4-6CO

LL
EC

TO
R 

ST
RE

ET

RELOCATED
POWER LINES

10' PROWUE / R/W SETBACK
LINE AT BUILDING FACADE

STANDARD 30" CURB & GUTTER

30" VALLEY GUTTER

EXISTING R/W

EXISTING R/W

SERVICE ROAD

STAIR WELL

FORDHAM BOULEVARD

BUILDING 1

EXISTING R/W

PROPOSED R/W

STEPS AND CHEEK
WALL (TYP)

RETAINING WALL (TYP.)

LANDING (TYP.)

LANDING (TYP.)

6' BENCH (TYP.)

BUILDING 1
FFE 289.00'

FFE 301.00'

10' PUBLIC SIDEWALK

20' BUILDING SETBACK

10'PUBLIC SIDEWALK

20' BUILDING SETBACK

CONCRETE PAVERS (TYP.)

PROPOSED POWER POLES
WITH OVERHEAD POWER LINES

ACCESSIBLE ACCESS

MANEUVERING CLEARANCE
AREA (TYPICAL)

NOTE: SEE CIVIL PLANS FOR SIDEWALK CONTROL
AND EXPANSION JOINT SPECIFICATIONS AND DETAILS

OM3-R

PROPOSED R/W

OUTDOOR AMENITY SPACE 1: 1,075 SF

1'1'

PROWUE

OUTDOOR AMENITY SPACE 2: 7,366 SF

GRINDER PUMP

LA5.16
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FORDHAM BLVD. SERVICE ROAD
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SCALE:  1" = 10'  

FORDHAM BLVD. SERVICE ROAD
LAYOUT PLAN

1

SHEET KEY

2

1FORDHAM BLVD. SERVICE ROAD - LAYOUT PLAN
SCALE:  1" = 10'

2FORDHAM BLVD. SERVICE ROAD (CONT.) - LAYOUT PLAN
SCALE:  1" = 10'

MATCHLINE  J

MATCHLINE  K

MATCHLINE  K

MATCHLINE  L

DESIGN ALTERNATIVE 3 / BUILD-TO-ZONE (BTZ) SERVICE ROAD
(SEC. 3.11.2.4.C)

REQUIRED:
 60% OF BUILDING FACADE REQUIRED TO BE 0' TO 20' WITH THE BTZ

DESIGN ALTERNATIVE:
 PROVIDE PEDESTRIAN CONNECTOR GATEWAY AS PUBLIC OUTDOOR AMENITY AND PROVIDE

AREA RESERVED FOR FUTURE R/W DEDICATION (CREATING A SHORTER BLOCK)

DESIGN ALTERNATIVE 4 / BLOCK LENGTH
(SEC. 3.11.2.4.C)

REQUIRED:
 MAXIMUM BLOCK LENGTH IS 450'

DESIGN ALTERNATIVE:
 RESERVE 3,646 SF OF LAND FOR PUBLIC ROW TO CREATE TWO BLOCKS, PROVIDE PUBLIC

PEDESTRIAN AMENITIES

DESIGN ALTERNATIVE 1 / GROUND FLOOR ELEVATION
(SEC. 3.11.2.4.C)

REQUIRED:
 GROUND FLOOR BETWEEN 2' & 4' ABOUT BACK-OF-CURB

DESIGN ALTERNATIVE:
 PROVIDE RETAINING WALLS, GREEN SCREENS, STOOPS, BALCONIES, LANDINGS, STAIRS,

RAMPS, AND SECONDARY PRIVATE SIDEWALKS

DESIGN ALTERNATIVE 2 / TREE PLANTING ZONE / CANOPY TREES
(SEC. 3.11.2.4.3.E)

REQUIRED:
 STREETSCAPE TREE PLANTING ZONE: 8' WIDE, LOCATED BETWEEN BACK-OF-CURB &

SIDEWALK

DESIGN ALTERNATIVE:
 PROVIDE 9' TO >12' AVERAGE WIDTH TREE PLANTING ZONE ON THE SITE SIDE OF THE

SIDEWALK

 INSTALL ORNAMENTAL TREES IN CLOSE PROXIMITY TO BUILDING AND OVERHEAD POWER
LINES

N O T E S:

1. SEE SHEET LA1.01 FOR MATERIALS & PRODUCTS SPECIFICATIONS SCHEDULE.

2. SEE SHEET LA1.01 FOR GENERAL NOTES, ACCESSIBILITY NOTES AND
GRADING & DRAINAGE NOTES.

REVISIONS:
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MATCHLINE  I

MATCHLINE  J

3 HQA
4' O.C.

48 ES
24" O.C.

3 TOD
3' O.C.
11 HC

18" O.C.
48 ES

24" O.C.

27 HC
18" O.C.

6 IVB
3' O.C.

3 TOD
3' O.C.

4 HQA
4' O.C.

1 IAS-STD
3 TOD
3' O.C.

11 HC
18" O.C.

1 IAS-STD

3 ICC
3' O.C.

3 ICC
3' O.C.

1 FJ

3 GJR
30" O.C.

1 IAS-STD
5 ICC

3' O.C.

3 TOD
3' O.C.

32 ES
24" O.C.

16 JHA
3' O.C.

15 JHA
3' O.C.

25 HC
18" O.C.3 AGA

29' O.C.
10 GJR

30" O.C.

10 GJR
30" O.C.

18 RUM
3.5' O.C.

5 HQA
4' O.C.

2 AGA
29' O.C.

4 RUM
3.5' O.C.

6 GJR
30" O.C.

7 HC
18" O.C.

7 HC
18" O.C.

7 HC
18" O.C.

4 HQA
4' O.C.5 RUM

3.5' O.C.

SEE
LA5.15

3 GJR
30" O.C.

MATCHLINE  J

MATCHLINE  K

1 IAS-STD

4 CSS
4' O.C.

5 ARC
3' O.C.

21 HC
18" O.C.

1 QS

1 FMA

10 HC
18" O.C.

1 QS

1 QS

6 IVB
3' O.C.

9 GJR
30" O.C.

2 HQA
4' O.C.

1 FMA

2 HQA
4' O.C.

1 SJ

23 HC
18" O.C.

1 SJ
35 HC

18" O.C.

3 IVB
3' O.C.
48 HC
18" O.C.

1 CJB

4 ARC
3' O.C.7 ARC

3' O.C.
1 IAS-STD

3 ICC
3' O.C.

3 HQA
4' O.C.

3 HQA
4' O.C.

1 IAS-STD

3 ICC
3' O.C.

3 TOD
3' O.C.

22 HC
18" O.C.

10 HC
18" O.C.

9 HC
18" O.C.

SEE LA5.03

48 ES
24" O.C.

32 ES
24" O.C.

16 JHA
3' O.C.

16 JHA
3' O.C.

3 TOD
3' O.C.
11 HC

18" O.C.

1 SJ
12 GJR
30" O.C.

3 HQA
4' O.C.

32 HC
18" O.C.
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FORDHAM BLVD. SERVICE ROAD

LANDSCAPE PLAN
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10' 5' 0 10' 20'

SCALE:  1" = 10'  

FORDHAM BLVD. SERVICE ROAD
LANDSCAPE PLAN

N O T E S:

1. SEE SHEETS LP1.1 AND LP3.1 FOR CODE COMPLIANT LANDSCAPE PLAN AND
TOWN OF CHAPEL HILL LANDSCAPE AND GENERAL NOTES.

2. SEE SHEET LA5.06 FOR PLANT LIST.
3. SEE SHEET LA4.01 FOR TECHNICAL SPECIFICATIONS.
4. SEE SHEET LA4.02 FOR LANDSCAPE DETAILS AND MATERIALS SPECIFICATIONS.

1

SHEET KEY

2

1FORDHAM BLVD. SERVICE ROAD - LANDSCAPE PLAN
SCALE:  1" = 10'

2FORDHAM BLVD. SERVICE ROAD (CONT.) - LANDSCAPE PLAN
SCALE:  1" = 10'

G E N E R A L   L A N D S C A P E   N O T E S

1. THE TECHNICAL SPECIFICATIONS INCLUDED IN THESE DRAWINGS ENUMERATE THE PROJECT CONDITIONS, REQUIRED SUBMITTALS, PROCEDURES AND PROTOCOLS, QUALITY CONTROL, MATERIALS AND PRODUCTS, METHODS FOR EXECUTION OF THE WORK,
MAINTENANCE, AND WARRANTIES ASSOCIATED WITH THE CONTRACT WORK.  PERFORMED WORK NOT MEETING THE REQUIRED SPECIFICATIONS MAY BE FOUND TO BE UNACCEPTABLE AND WILL BE SUBSEQUENTLY REJECTED.  CONTRACTOR WILL BE RESPONSIBLE FOR
THE MEANS AND COSTS ASSOCIATED WITH ALL REPLACEMENT, REPAIR, OR ALTERATIONS NECESSARY TO PERFORM THE WORK IN ACCORDANCE WITH THE SPECIFICATIONS.

2. CONTRACTOR SHOULD NOTE THE REQUIRED STANDARDS FOR NURSERY STOCK INCLUDED IN THE TECHNICAL SPECIFICATIONS.  IN ADDITION, THE STANDARDS SHOULD BE REVIEWED BY THE CONTRACTOR'S SUPPLIERS TO ENSURE PLANT MATERIALS CONFORM TO THE
REQUIRED STANDARDS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES.  DISCREPANCIES IN PLANT QUANTITIES SHOULD BE ADDRESSED TO THE LANDSCAPE ARCHITECT FOR CONFIRMATION OR CLARIFICATION.

4. THE CONTRACTOR IS EXPECTED TO ACCURATELY LOCATE THE EDGES BETWEEN PLANTING BEDS AND TURF GRASS AREAS AS WELL AS THE SPECIFIED PLANTINGS.  CONSULT THE TECHNICAL SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

5. SPECIFIC REQUIREMENTS FOR TURF GRASS SOD, COMPOST, AND OTHER SOIL AMENDMENTS INCLUDING REQUIRED SOIL TESTING IS SHOWN IN THE TECHNICAL SPECIFICATIONS.

6. GRADE ALL LANDSCAPE AREAS TO ENSURE POSITIVE DRAINAGE TO NEAREST STORM DRAINAGE STRUCTURE / DRAIN BASIN.  THE LANDSCAPE ARCHITECT SHOULD BE NOTIFIED OF AREAS WITH INADEQUATE DRAINAGE PRIOR TO INSTALLATION OF LANDSCAPING.

7. PLANTS IN ROWS OR GROUPINGS SHALL BE MATCHED WITH RESPECT TO SIZE AND FORM.

8. AT INSTALLATION AND CONTINUOUSLY DURING THE MAINTENANCE CONTRACT, ALL PROPOSED SHRUBS SHOWN AS SQUARE IN FORM ON THE DRAWINGS SHOULD  BE PRUNED INTO BOX-SHAPED PLANTS.

9. PLANTS SPECIFIED FOR MASS PLANTINGS TO BE SPACED APART AS SPECIFIED AND PLACED IN TRIANGULATED PATTERNS UNLESS OTHERWISE SHOWN.

10. DO NOT MAKE PLANT SUBSTITUTIONS.  FOLLOW SPECIFIED PROTOCOLS IN REQUESTING SUBSTITUTIONS.

11. ESTABLISH AND MAINTAIN TOP OF GRADE 2 INCHES BELOW ADJACENT CURBS, WALKWAYS, AND OTHER HARDSCAPE AREAS TO ALLOW FOR INSTALLATION OF SOD OR MULCH.

12. ALL SAUCERS SHALL BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

13. ALL SITE LANDSCAPE AREAS ARE TO BE EITHER PLANTED, SODDED, SEEDED, OR MULCHED IN ACCORDANCE WITH THE SPECIFICATIONS.  NO DENUDED ON-SITE AREAS ARE ACCEPTABLE.

14. TREE STAKING AND GUYING SHALL BE REMOVED AFTER ONE FULL GROWING SEASON.

15. ALL PLANTS AND TURF GRASS SOD SHALL BE WARRANTED DURING INSTALLATION AND THROUGHOUT THE REQUIRED MAINTENANCE PERIOD UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE ARCHITECT.  SPECIFIC REQUIREMENTS TO BE AS INDICATED IN THE TECHNICAL
SPECIFICATIONS.



PUBLIC ACCESS EASEMENT, TYP.

NEW R/W LINE AT BACK OF SIDEWALK / OUTER BTZ LINE, OR
AT BACK OF PUBLIC USE EASEMENT (TYP.)
0' MINIMUM SETBACK LINE

10' PUBLIC SIDEWALK (TYP.)

BUILDING FACADE (SET ON 10' SETBACK LINE OR SET BACK
10' FROM PUBLIC USE EASEMENT, TYPICAL)

BICYCLE REPAIR STATION

BUILDING PASS-THROUGH (12' MIN. WIDTH,
HT. EQUAL TO ADJOINING HEATED SPACE,
LIGHTING AT 0.5 TO 15.0 FOOTCANDLES AT
ANY LOCATION, TYPICAL)

BUILDING PASS-THROUGH (12' MIN. WIDTH,
HT. EQUAL TO ADJOINING HEATED SPACE,
LIGHTING AT 0.5 TO 15.0 FOOTCANDLES AT
ANY LOCATION, TYPICAL)

PUBLIC ENTRANCE TO BUILDING PASS-THROUGH

ADA ACCESSIBLE ROUTE ENTRANCE TO BUILDING PASS-THROUGH

PARALLEL PARKING SPACES (SEE CIVIL PLANS FOR
DIMENSIONS AND ROADWAY SECTIONS, TYPICAL)

8' WIDE TREE PLANTING ZONE (TYP.)

26' WIDE X 150' LONG FIRE ACCESS LANE

PEDESTRIAN PLAZA

PEDESTRIAN PLAZA

AREA (HATCHED) RESERVED FOR
FUTURE R/W DEDICATION (92' WIDTH)

PEDESTRIAN CONNECTOR

PRIVATE AMENITY
COURTYARD FOR

RESIDENTS

SIDEWALK CONNECTION TO
BUILDING PASS-THROUGH

BOUNDARY LINE

42' HT. ALUMINUM PICKET FENCE (TYP.)

PRIVATE AMENITY
DOG PARK

SIDEWALK CONNECTION TO
BUILDING PASS-THROUGH

SIDEWALK CONNECTION TO
BUILDING PASS-THROUGH

BICYCLE RACKS, 2 BICYCLES PER RACK (TYP.)

BENCH (TYPICAL)

10' WIDE SIDEWALK / MULTI-MODAL  TRAIL

5' WIDE  PLANTING ZONE

9' TO 12' AVERAGE WIDTH TREE PLANTING
ZONE (HATCHED AREA, TYPICAL)

RETAINING WALL (TYPICAL)

BOLLARD LIGHT (TYPICAL)
26' WIDE X 150' LONG FIRE ACCESS LANE

RELOCATED POWER POLE & TRANSMISSION LINES (TYP.)

>12' WIDTH TREE PLANTING ZONE (TYPICAL)

>10' WIDTH TREE PLANTING ZONE (TYPICAL)

COMPACTOR ENCLOSURE & RECYCLING CENTER ENCLOSURE

VARIABLE WIDTH PUBLIC ACCESS EASEMENT
(75' CORNER WRAP, TYP.)

10' BUILDING SETBACK LINE / INNER BTZ LINE (TYP.)

10' PUBLIC ACCESS EASEMENT / R/W SETBACK & 10' SETBACK
LINE AT BUILDING FACADE (TYP.)

NEW R/W LINE AT 1' BEHIND BACK OF SIDEWALK / OUTER BTZ LINE (TYP.)
0' MINIMUM SETBACK LINE

20' BUILDING SETBACK LINE / INNER BTZ LINE (TYP.)

5' SIDE YARD BUILDING SETBACK

TYPE A FRONTAGE

TYPE B FRONTAGE

RAMS PLAZA STREET A

73' OUTDOOR AMENITY SPACE

FORDHAM BOULEVARD

SERVICE ROAD

PROPOSED COLLECTOR STREET

BENCH WITH PLANTER POTS ON DECORATIVE PAVEMENT (TYP.)
PEDESTRIAN SCALE, DECORATIVE POLE LIGHTS (TYP.)

BENCH WITH PLANTER POTS ON DECORATIVE PAVEMENT (TYP.)

PUBLIC ACCESS EASEMENT, TYP.

10' PUBLIC ACCESS EASEMENT / R/W SETBACK & 10' STEPBACK LINE AT BUILDING FACADE (TYP.)

369' BUILDING LENGTH

495' BLOCK LENGTH

85'

82'

401' BUILDING LENGTH

319' BUILDING PASS THROUGH DISTANCE

65' BUILDING PASS

THROUGH DISTANCE

186 BUILDING PASS THROUGH DISTANCE

165' BUILDING PASS THROUGH DISTANCE

300' PEDESTRIAN

PLAZA

525' BLOCK LENGTH FOR BTZ

PRIVATE SEATING TERRACE

BICYCLE RACKS (2 BICYCLES PER RACK, TYP.)

75' TYPE A1 FRONTAGE

40' PR

PEDESTRIAN CONNECTOR
PUBLIC ACCESS EASEMENT (1' BEYOND
EACH SIDE OF SIDEWALK, TYPICAL)

7' WIDE PUBLIC ACCESS EASEMENT (TYP.)
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PEDESTRIAN PLAZA

AREA (HATCHED) RESERVED FOR
FUTURE R/W DEDICATION (92' WIDTH)

PEDESTRIAN CONNECTOR

PRIVATE AMENITY
COURTYARD FOR

RESIDENTS

BOUNDARY LINE

42' HT. ALUMINUM PICKET FENCE (TYP.)

COMPACTOR ENCLOSURE & RECYCLING CENTER ENCLOSURE

VARIABLE WIDTH PUBLIC ACCESS EASEMENT (TYP.)

BICYCLE RACKS (2 BICYCLES PER RACK, TYP.)

NEW R/W LINE AT BACK OF SIDEWALK / OUTER BTZ LINE (TYP.)
0' MINIMUM SETBACK LINE

10' BUILDING SETBACK LINE / INNER BTZ LINE (TYP.)

10' PUBLIC SIDEWALK (TYP.)

BUILDING FACADE (SET ON 10' SETBACK LINE OR SET
BACK 10' FROM PUBLIC USE EASEMENT, TYP.)

PARALLEL PARKING SPACES (SEE CIVIL PLANS FOR
DIMENSIONS AND ROADWAY SECTIONS, TYP.)

5' SIDE YARD BUILDING SETBACK

0' SIDE YARD PERGOLA SETBACK

5' SIDE YARD BUILDING SETBACK

8' WIDE TREE PLANTING ZONE (TYP.)

10' WIDE SIDEWALK (TYPICAL)

10' BUILDING SETBACK LINE / INNER BTZ LINE (TYP.)

10' PUBLIC EASEMENT / R/W SETBACK & 10' STEPBACK
LINE AT BUILDING FACADE, TYP.

NEW R/W LINE AT SET 1' BEHIND SIDEWALK LINE  / OUTER BTZ LINE (TYP.)
0' MINIMUM SETBACK LINE

20' BUILDING SETBACK LINE / INNER BTZ LINE (TYP.)

VARIABLE WIDTH PUBLIC USE EASEMENT (75' CORNER WRAP, TYP.)

PRIVATE AMENITY COURTYARD
FOR RESIDENTS

PRIVATE AMENITY COURTYARD
FOR RESIDENTS

8' WIDE MINIMUM TREE PLANTING ZONE (TYP.)

VARIABLE WIDTH PLANTING ZONE

TY
PE

 A-
2 F

RONTA
GE

TYPE A FRONTAGE

73' OUTDOOR AMENITY SPACE

24
9' B

LO
CK L

EN
GTH

PROPOSED COLLECTOR STREET

LE
GION ROAD

BENCH WITH PLANTER POTS ON DECORATIVE PAVEMENT (TYP.)

BENCH WITH PLANTER POTS ON DECORATIVE
PAVEMENT (TYP.)

57' OUTDOORAMENITY SPACE

225' BUILDING LENGTH

22
8' B

UILD
ING LE

NGTH

300' PEDESTRIAN

PLAZA

402' BLOCK LENGTH

40' PRIVATE DRIVE

75
' T

YP
E A

1 F
RONTA

GE

PEDESTRIAN CONNECTOR PUBLIC ACCESS
EASEMENT (7' WIDTH, TYPICAL)

7' WIDE PUBLIC ACCESS EASEMENT (TYP.)

10'

8'

10
'
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SCALE:  1" = 30'

ZONING PLAN
BUILDING 2
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OUTDOOR AMENITY SPACE 3: 9,863 SF
PEDESTRIAN PLAZA - SEE SHEET
LA5.04

OUTDOOR AMENITY SPACE 2: 7,366 SF
PEDESTRIAN GATEWAY 1  -
SEE SHEET LA5.01

RECREATION SPACE 2: 9,329 SF
POOL COURTYARD - SEE
SHEET LA2.01

OUTDOOR AMENITY SPACE 1: 1,075 SF
BUILDING PASS THROUGH
GATEWAY - SEE SHEET LA5.16

20
'

RECREATION SPACE 1: 2,660 SF
DOG PARK - SEE SHEET LA5.01

RECREATION SPACE 3: 7,110 SF
RESIDENT CLUB AMENITY -
SEE SHEET GA2.01

495' BLOCK LENGTH

24
9' B

LO
CK L

EN
GTH

PEDESTRIAN PASS THROUGH CONNECTOR

452'

402' BLOCK LENGTH

319' BUILDING PASS THROUGH DISTANCE

65' BUILDING PASS

THROUGH DISTANCE

186'

165'

92' WIDE AREA

RESERVED FOR FUTURE R/W

165' BUILDING PASS THROUGH DISTANCE

452' BLOCK LENGTH PREVIOUSLY
APPROVED BY CDC

186' BUILDING PASS THROUGH DISTANCE
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50' 25' 0 50' 100'

SCALE:  1" = 50'  

OUTDOOR AMENITY &
RECREATION SPACE PLAN

OUTDOOR AMENITY SPACE:

NET LAND AREA: 246,769 SF
   X 0.06

REQUIRED OAS:   14,807 SF

PROVIDED OAS:
OAS 1:     1,075 SF
OAS 2:     7,366 SF
OAS 3:     9,863 SF

         TOTAL OAS PROVIDED:   18,304 SF

RECREATION SPACE:

GROSS LAND AREA: 314,712 SF
   X 0.12

REQUIRED RS:   37,766 SF
50% REQUIRED TO BE
PROVIDED, 50% REQUIRED
AS FEE-IN-LIEU: 37,766 SF x .50

18,883 SF

PROVIDED RS:
RS 1:      2,660 SF
RS 2:      9,329 SF
RS 3:      7,110 SF
TOTAL RS PROVIDED:    19,099 SF

PAYMENT-IN-LIEU:    37,766 SF REQUIRED
     X 50%
    18,883 SF (MULTIPLY BY 2017 RATE)
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